
DSpace Institution

DSpace Repository http://dspace.org

Structural Engineering Thesis

2020-06

ESTIMATION OF SEDIMENT YIELD

USING SWAT MODEL: A CASE OF

LEZA WATERSHED, UPPER BLUE

NILE, ETHIOPIA

MELESSE, WONDIE WOLIE

http://ir.bdu.edu.et/handle/123456789/12865

Downloaded from DSpace Repository, DSpace Institution's institutional repository



 

BAHIR DAR UNIVERSITY 

BAHIR DAR INSTITUTE OF TECHNOLOGY 

SCHOOL OF RESEARCH AND POST GRADUATE STUDIES 

FACULTY OF CIVIL AND WATER RESOURCES ENGINEERING 

ESTIMATION OF SEDIMENT YIELD USING SWAT MODEL: A CASE 

OF LEZA WATERSHED, UPPER BLUE NILE, ETHIOPIA 

PROGRAM: MASTER OF SCIENCE IN HYDRAULIC ENGINEERING  

MASTER OF SCIENCE THESIS 

BY 

MELESSE WONDIE WOLIE 

 

 

 

 

 

BAHIR DAR, ETHIOPIA 

JUNE, 2020



i 
 

 

EVALUATION OF SEDIMENT YIELD USING SWATMODEL, ACASE OF 

LEZA WATERSHED UPPER BLUE NILE, ETHIOPIA 

 

Melesse Wondie Wolie 

 

 

A Thesis submitted to Faculty of Civil and Water Resources Engineering Bahir 

Dar Institute of Technology (BIT) in partial fulfillment of the requirements for the 

Degree of Master of Science in Hydraulic Engineering. 

 

 

 

 

 

 

Adviser: Mamaru M.(PhD) 

 

 

 

 

 

 

 

 

 



ii 
 

DECLARATION 
  

I declare that this thesis entitled “evaluation of sediment yield using SWAT model, A case of 

Leza watershed upper Blue Nile, Ethiopia is my own original work and it is not submitted to any 

other institution anywhere for the award of any academic degree and diploma. This thesis has 

been submitted in partial fulfillment of the requirements for Master of degree at Bahir Dar 

University and deposited at the University Library to be made available to borrowers under rules 

of the library. I declare that this thesis is my own work and that all sources of materials used for 

this thesis have been duly acknowledged referenced all materials used in this work. 

 

 

Name of the student: ______________________        Signature: ________________ 

Date of submission: _______________________ 

Place: Bahir Dar 

 

This thesis has been submitted for examination with my approval as a university advisor. 

Advisor name: ________________________________ 

Advisor signature: _____________________________ 

 

 

 

 

 

 

 

 



iii 
 

 

 

 

 

 

 

 

 

 



iv 
 

 

ACKNOWLEDGEMENT 

First of all thanks my God Jesus Christ, the creator of all things, and the one who is perfecting 

through me for the sake of my eternal destiny, and the reliance of me St. Virgin Mary, a virgin 

who gave birth to God through virginity and conception. I would like to express my heartfelt 

thanks to my advisor Dr. Mamaru. M For his unreserved and constructive comment that he has 

given me starting from proposal development up to the overall accomplishment of this thesis. I 

also warmly thank my family and friends who are with me to share my delight and crisis and 

who I can feel every moment and I would like to thank Ethiopian Road Authority (ERA) joint 

program in collaboration with Bahir Dar University to get this chance for me and funding the 

research. United States Department of Agriculture by developing SWAT model for kindly 

providing me to access for simulation Hydrological process respectively. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



v 
 

 

Abstract 
 

Soil erosion is a serious threat in the Leza watershed. Deforestation, overgrazing, and poor land 

management accelerated the rate of erosion. To develop effective erosion control plans and to 

achieve reductions in sedimentation, it is important to quantify the sediment yield and identify 

areas that are high contributors of sediment at micro watershed level and over large areas. In this 

study SWAT (Soil and Water Assessment Tool) having an interface with ArcView GIS software 

was used to estimate sediment yield and identify spatial distribution of sediment yield in the 

watershed. The model was successfully calibrated and validated using measured stream flow and 

suspended sediment concentration at Leza gauging stations. The calibration and validation result 

showed that model performance evaluation statistics were in the acceptable range i,e coefficient 

of determination R2is 0.98 and 0.97 for calibration and validation respectively and Nash-Sutcliffe 

efficiency ENS of the model is 0.77 and  0.81for calibration and validation respectively. This 

indicates that the observed values show good agreement with simulated value of sediment yield. 

The model prediction result shown that the annual sediment yield leaving the watershed was 

found to be 6,755,202.8 ton/yr. The model prediction results indicated that about 36.6 % of the 

watershed areas severely eroded and about 40.86% of the watershed area has high erosion. The 

annual average  sediment yield of the watershed was 22.8 t/ha/yr. and total of 6.76 million tons 

of sediment yield. The result of the study could help different stakeholders to plan and 

implement appropriate soil and water conservation strategies in the watershed. 

Key words: SWAT, sediment yield, Leza watershed, soil erosion. 
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CHAPTER ONE 

 

1. Introduction 

1.1.Background 

Ethiopia experiences persistent land, water and environmental degradation due to localized and 

global climatic anomalies. These leave the country to recurrent crop failures and severe food 

shortages. Low soil fertility coupled with temporal imbalance in the distribution of rainfall and 

the substantial non-availability of the required water at the required period are the principal 

contributing factors to the low and declining agricultural productivity. Hence, proper utilization 

of the available soil and water resources and development of irrigation is essential to Ethiopia’s 

agricultural development and to achieve food security(Zemenfes, 1995).  

The poor land use practices, improper management systems and lack of appropriate soil 

conservation measures have been major causes of soil erosion and land degradation problems in 

the country. Because of the rugged terrain, the rates of soil erosion and land degradation in 

Ethiopia are high. For more than 34% of the land area of Ethiopia the soil depth is already less 

than 35 cm(Zemenfes, 1995).(Hurni, 1989)Indicated that Ethiopia loses about 1.3 billion 

metric tons of fertile soil every year and the degradation of land through soil erosion is 

increasing at a high rate. These call for immediate measures to save the soil and water resources 

degradation of the country. 

The Ethiopian highlands provide nearly 85% of the flow to the main Nile Basin (Swain, 1997). 

The Leza watershed is a highland area with a severe soil erosion problem that drains to the Birr 

River. The land and water resources of the area are adversely affected by the rapidly growing 

population and the rising demand for cultivated land. Moreover, intensive cultivation of annual 

crops has caused serious erosion problems in the area, resulting in soil nutrient depletion or soil 

fertility reduction (Ella, 2005). This process, coupled with the increasing population, has 

aggravated degradation in the area resulting in on-site soil erosion and off-site heavy 

sedimentation. 

A river does not only convey water, but it also transports erosion products (boulders gravel, sand, 

silt and clay) from its catchment. A basin sediment yield refers to the amount of sediment 
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exported by a basin over a period of time, which is also the amount, which will enter a reservoir 

located at the downstream limit of the basin(Morris & Fan, 2009) . A systematic assessment of 

water resources availability with high spatial and temporal resolution is essential in Ethiopia for 

strategic decision making on water resource related development projects. Although empirical 

formulas are adopted, which is developed in other similar agro-climatic zone; there is a great 

uncertainty on the estimations because it does not consider complex interaction that takes place 

in the watershed. Therefore, a comprehensive understanding of hydrological processes in the 

watershed is a pre requisite for successful water management and environmental restoration. Due 

to the spatial and temporal heterogeneity in soil properties, vegetation and land use practices, a 

hydrologic cycle is a complex system. As a result, mathematical model and geospatial analysis 

tool are required for studying hydrological process and hydrological responses to the dynamic 

process erosion and sedimentation. Hence a proper investigation of the sediment and runoff yield 

of the catchment is essential for management of sedimentation and utilization of water resource. 

SWAT (Soil and Water Assessment Tool) model integrated with GIS techniques had been used 

to simulate sediment yield of the study area. SWAT is a physically based and computationally 

efficient hydrological model, which uses readily available inputs .It was developed to predict the 

impact of land management practices on water, sediment and agricultural chemical yields in 

large complex watersheds with varying soils, land use and management conditions over long 

periods of time (Neitsch et al, 2005).The problem of land degradation is a threat and 

devastating challenge to downstream areas due to generating high runoff discharges and 

imposing huge sediment yield, which may result in reducing water storage capacity of the dam 

reservoir in downstream, unless the upper watershed is treated with appropriate watershed 

management interventions and strategies (MoWR, 2002). 

Therefore, to address the above situation, watershed management is one of the most important 

approaches, which helps to reduce land degradation, increase vegetation cover, and increases the 

productivity of the watershed area. 

2. Statement of the problem 

Soil erosion is a major problem in Ethiopia. Deforestation, overgrazing, and poor land 

management accelerated the rate of erosion. Many farmers in Ethiopian highlands cultivate 

sloped or hilly land, causing topsoil to be washed away during the torrential rains of the rainy 
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season. The rains also leach much of the fertile soils from the highland. With the fast growing 

population and the density of livestock in the basin, there is pressure on the land resources, 

resulting in even forest clearing and overgrazing. Increasingly mountainous and steeper slopes 

are cultivated, in many cases without protective measures against land erosion and degradation 

In order to meaningfully manage sedimentation in the watershed and rivers, there is a need to 

understand, define, quantify and/or predict catchment soil erosion and sediment yield. Therefore 

reliable predictions of sediment yield can help in the sustainable management of land and water 

resources for the area. 

3. Objective 

1.3.1. General objective 

The main objective of this study is to quantify the amount of sediment yield from Leza 

watershed by using SWAT. 

1.3.2. Specific objectives 

➢ To quantify the amount of sediment yield of Leza watershed at the outlet of the 

Watershed. 

➢ To evaluate the variability of sediment yield in the watershed sub basins and identify high 

erosion yielding areas in the watershed for site specific management intervention. 

4. Thesis Organization 

The thesis is organized in six chapters: Chapter 1 provides brief introduction about sediment 

yield and effect in the water resources utilization, about the problem that initialize this study, the 

objective of the study, the outline of the thesis and the overall frame work of the research. 

Chapter 2 gives detail description of the Leza watershed, by beginning the description of the 

Abbay Basin as a whole. In this chapter topography of the basin, the climate, hydrology, soil and 

land use type of the watershed were well described. Chapter three describes the reviewed 

literature related to the study on the concept of sedimentation, models, hydrological models and 

overview of the SWAT model. Chapter four deals with the methodology adopted for the study. 

In Chapter five the main part of research study, data analysis and model simulations, model 

calibration and validation and results are presented in this chapter. Finally, in Chapter 6 presents 
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conclusion and recommendations based on the results of the models and the data used for this 

study. In addition to this References and Appendixes are attached at the end. 
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CHAPTER TWO 

2. Literature Review 

2.1.Erosion and Sedimentation 

Soil erosion, soil loss, and sediment yield are terms with distinct meanings in soil erosion 

processes. Soil erosion is the gross amount of soil moved by drop detachment or runoff. Soil loss 

is the soil moved off a particular slope or field. Sediment yield is the soil loss delivered to a point 

under evaluation. 

The process of soil erosion involves detachment, transport and subsequent deposition(Meyer 

&Wischmeier, 1969). Sediment is detached from soil surface both by the raindrop impact and the 

shearing force of flowing water. The detached sediment is transported down slope primarily by 

flowing water, although there is a small amount of down slope transport by raindrop splash. 

Once runoff starts over the surface areas and inters in to the streams, the quantity and size of 

material transported depends on transport capacity of runoff water. However, if transport 

capacity is less than the amount of eroded soil material available, then the amount of sediment 

exceeding the transport capacity gets deposited(Meyer & Wischmeier, 1969). A basin sediment 

yield refers to the amount of sediment exported by a basin over a period of time which is also the 

amount that will enter a reservoir located at the downstream limit of the basin (Morris & Fan, 

2009).The sediment yield from any drainage system is calculated by averaging the data collected 

over a period of years. It is, therefore, an average of the results of many different hydrologic 

events. The sediment yield for each storm or flood will vary, depending on the character of the 

storm event and the resulting hydrologic character of the floods. High-intensity storms may 

produce sediment yields above the normal, whereas an equal amount of precipitation occurring 

over a longer period of time may yield relatively little sediment. During short spans of time (days 

or years), sediment yields may fluctuate greatly because of natural or man-induced accidents. 

Collecting sediment flow data over a decade and periodic reservoir survey information are some 

resources demanding methods for estimating sediment yield rates at a catchment level(Silva etal, 

2007). Others have also cautioned that long term sediment monitoring of suspended sediment 

loads does not necessarily give better results. Some workers have suggested that an excellent 

sediment-rating curve could be constructed from detailed sediment flow data of short period of 

sampling programs (Summer et al, 1992). However, (Ferguson, 1986)indicated that most of the  
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sediment-rating curves underestimate the actual loads. Besides, other researchers such as(Bogen 

& Bønsnes, 2003) have cautioned that such relationships should be used on catchment where no 

significant landforms, land use and sediment supply source changes are expected. Sediment yield 

is generally expressed in two ways: either as a volume or as a weight, as acre-feet (one-foot 

depth of material over one acre) or as tons. In order to adjust for very different sizes of drainage 

basins, the yield frequently is expressed as a volume or weight per unit area of drainage basin, 

like acre-feet per square mile or as tons per square mile or per square kilometer. The conversion 

between the two forms of expression is made by obtaining an average weight for the sediment 

and calculating the total weight from the measured volume of sediment. 

According to (Altunkaynak, 2008) estimation of sediment load is required in practical studies 

for the planning, design, operation and maintenance of water resources structures. The sediment 

transportation monitoring requires good sample techniques which is very lengthy and costly. 

Therefore, it is important to develop a model that can estimate accurately the suspended 

sediment yield from the basin. Forecasting is used as in the case of having the 

same variable in both input and output layers (Cigizoglu, 2006). 

2.1.1. Factors affecting soil erosion 

Several factors influence soil erosion; which include climate, soil, topography, vegetation, 

management practices. The basic energy input required to drive erosion processes is provided by 

rainfall and runoff. Therefore, rainfall is identified as the main cause of water erosion. Ability of 

rain to cause erosion is defined as erosivity and it is a function of rainfall. Soil loss is closely 

related to rainfall partly through the detaching power of raindrops striking the soil surface and 

partly through the contribution of rain to runoff. The amount and peak intensity are two main 

important characteristics of a rainstorm that influence its potential ability of causing erosion. 

Volume and peak rate of runoff are measures of runoff erosivity (Foster, 1988). 

Soil erosion by water is also a function of steepness (gradient), slope length, and shape, which 

modify the energy of the hydrologic inputs. As (Foster, 1988)put when the slope gradient 

increases, the ability of overland flow alone to erode and transport sediments rapidly until the 

erosion by the surface flow becomes the dominant mechanism contributing to the sediment 

transport.  
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The Erodibility of the soil also affects soil erosion. The Erodibility of the soil refers to the 

resistance of the soil to both detachment and transport by the eroding agent. (Smith, 

1978)Defines Erodibility as the specific property of soil, which can be quantitatively 

evaluated as the vulnerability of the soil to erosion under specific circumstances and established 

a regression equation for the parameters to estimate soil Erodibility (K). Soil Erodibility 

increases with increasing silt plus very fine sand content of the soil. It decreases with increasing 

clay and organic matter content. According to (Foster, 1988)soil aggregate stability and 

infiltration rates can be affected by aggregate size and bulk density, soil texture and soil 

structure. High aggregate densities generally are related with high clay content and increased 

aggregate strength. The other factor that contributes to soil erosion is soil sealing. Soil sealing is 

the formation of a thin, dense, platy soil surface structure of fine soil particles under the 

influence of splash,slaking, swelling, or sedimentation, which is relatively impermeable to air 

and water (Bergsma etal, 1996). It is due to the effect of raindrop on bare soil, which results in 

reduction of infiltration; and increase in runoff and the potential for the soil erosion.  

Vegetation cover and Management also have a direct link to soil erosion. Cover includes plant 

canopy, mulches, plant residues, or densely growing plants in direct contact with the soil surface. 

It has a greater impact on erosion than any other single factor. The canopy intercepts raindrops, 

and if it is close to the ground, water dripping off the leaves has much less energy than 

unhindered raindrops (Wischmeier & Smith, 1978). Materials in contact with the soil surface 

reduce erosion more effective than a canopy. No detachment occurs by raindrop impact where 

the soil surface is covered because there is no fall distance for drops to regain energy. Besides, 

such materials slow the runoff, which increases the flow depth. 

2.1.2. Soil erosion models 

Soil erosion and sedimentation by water involves the processes of detachment, transportation, 

and deposition of sediment by raindrop impact and flowing water (Foster, 1988). The major 

forces originate from raindrop impact and flowing water. 

The rills make small channels. When the flow is concentrated, it can cause 

some erosion and much material can be transported within these small channels. A few soils are 

very susceptible to rill erosion. Rills gradually join together to form progressively larger 

channels, with the flow eventually proceeding to some established streambed. Some of this flow 
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becomes great enough to create gullies. Soil erosion may unnoticed on exposed soil surfaces 

even though raindrops are eroding large quantities of sediment, but erosion can be dramatic 

where concentrated flow creates extensive rill and gully systems.  

The Universal Soil Loss Equation (USLE) model was suggested first based on the concept of the 

separation and transport of particles from rainfall by(Wischmeier & Smith, 1978)  in order to 

calculate the amount of soil erosion in agricultural areas. The equation was modified in 1978. It 

is the most widely used and accepted empirical soil erosion model developed for sheet and rill 

erosion based on a large set of experimental data from agricultural plots. The USLE has been 

enhanced during the past 30 years by a number of researchers. Modified Universal Soil Loss 

Equation (MUSLE)(Williams, 1975), Revised Universal Soil Loss Equation RUSLE Areal 

Nonpoint Source Watershed Environmental Resources Simulation (ANSWERS)(Beasley, 1989) 

and Unit Stream Power - based Erosion Deposition (USPED) are based on the USLE and 

represent an improvement of the former. In 1996, when the U.S. Department of Agriculture  

(USDA, 1972) developed a method for calculating the amount of soil erosion under soil 

conditions besides pilot sites such as pastures or forests, RUSLE was announced to add many 

factors such as the revision of the weather factor, the development of the soil erosion factor 

depending on seasonal changes, the development of a new calculation procedure to calculate the 

cover vegetation factor, and the revision of the length and gradient of slope.  
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Figure: 2.1. Procedures of RUSLE implementation in GIS 

The use of the USLE and its derivatives is limited to the estimation of gross erosion, and lacks 

the capability to compute deposition along hill slopes, depressions, valleys or in channels. 

Moreover, the fact that erosion can occur only along a flow line without the influence of the 

water flow itself restricts direct application of the USLE to complex terrain within GIS. USDA 

developed the Water Erosion Prediction Project (WEPP) model (Flanagan & Nearing, 1995)to 

replace the USLE family of models and expand the capabilities for erosion prediction in a variety 

of landscapes and settings. This model is a physically based, distributed parameter, single-event 

simulation erosion prediction model. Processes within the model include erosion, sediment 

transport and deposition across the landscape and in channel via a transport equation. 

2.1.3. Sediment Transport Equations 

Erosion caused by rainfall and runoff is computed with the Modified Universal Soil Loss 

Equation (MUSLE) (Williams, 1975). MUSLE is a modified version of the Universal Soil Loss 

Equation (USLE) develops by(Wischmeier & Smith, 1978). USLE predicts average annual 

gross erosion as a function of rainfall energy. In MUSLE, the rainfall energy factor is replaced 

with a runoff factor. This improves the sediment yield prediction, eliminates the need for 

delivery ratios, and allows the equation to be applied to individual storm events. Sediment yield 

prediction is improved because runoff is a function of antecedent moisture condition as well as 

rainfall energy. Delivery rations (the sediment yield at any point along the channel divided by the 

source erosion above that point) are required by the USLE because the rainfall factor represents 

energy used in detachment only. Delivery ratios are not needed with MUSLE because the runoff 

factor represents energy used in detaching and transporting sediment. 

2.1.4. Modified Universal Soil Loss Equation (MUSLE) 

The modified universal soil loss equation (Williams, 1975) is 

Sed=118*(Qsur*qpeak*Ahru) ^
0.56

*KUSLE*CUSLE*PUSLE*LSUSLE*CFRG…………..2.1 

Where Sed is the sediment yield on a given day in metric tons, Qsurf is the surface runoff from 

thewatershed in mm/ha, qpeak is the peak runoff rate in cubic meter per second, Ahru is the area 

of HRU, KUSLE is the USLE soil erodibility factor, CUSLE is the USLE land cover and 
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management factor, PUSLE is the USLE support practice factor, LSUSLE is the 

USLEtopographic factor, and CFRG is the coarse fragment factor. 

2.2.Principles of sediment transport 

2.2.1. General 

Sediment is fragmental material, primarily formed by the physical and chemical disintegration of 

rocks from the earth’s crust. Such particles range in size from large boulders to colloidal size 

fragments and vary in shape from rounded to angular. They also vary in specific gravity and 

mineral composition, the predominant material being quartz. Once the sediment particles are 

removing from their original source or resting place is called erosion. In a channel, the water 

flow erodes the available material in the banks and/ or the stream bed until the flow is “loaded” 

with as much sediment particles as the energy of the stream will allow it to carry. 

Detached, they may either be transported by gravity, wind and water. When the transporting 

agent is water, it is called fluvial or marine sediment transport.  

When the value of the bed-shear velocity just exceeds the critical value for initiation of motion, 

bed material particles will be rolling and/or sliding in continuous contact with the bed. For 

increasing values of the bed-shear velocity the particles will be moving along the bed by more or 

lessregularjumps,whicharecalledsaltation.Whenthevalueofthebedshear velocity begins to exceed 

the fall velocity of the particles, these diment particles can be lifted to a level at which the 

upward turbulent forces will be of comparable or higher order than the submerged weight of the 

particles and as a result the particles may go into suspension. Usually, the transport of particles 

by rolling, sliding and saltating is called  bed-loadtransport ,while the suspended particles are 

transport as suspended load transport.The suspended load may also include the fine silt particles 

brought into suspension from the catchment area rather than from streambed material (bed 

material load) and is called the wash load. A grain size of 50µm is frequently used to make the 

separation between bed material load and wash load. Sometimes a value of 63µm is used (USA). 

Another method of discrimination is given by (Bagnold, 1978)Based on energy considerations it 

can be shown that all particles with  a fall velocity smaller than 1.6ŭI (ŭ= depth-averaged 

velocity, I= water surface gradient) can be transported in unlimited quantities, the latter being a 

typical feature of wash load transport. Bed load and suspended load may occur simultaneously, 

but the transition zone between both modes of transport is not well-defined. Sediment transport 
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by flowing water is strongly linked to surface soil erosion due to rain. Water seeping into the 

ground can contribute to landslides (sub surface erosion)which may become major sources of 

sediments for rivers.The following classification and definitions in accordance with the ISO-

standards(ISO4363)are given. 

Bed material: The material, the particle sizes of which are found in appreciable quantities in that 

part of the bed that is affected by transport. 

Bed material load: The part of the total sediment transport which consists of the bed material 

and which rate of movement is governed by the transport capacity of the channel. 

Suspended load: The part of the total sediment transport which is maintained in suspension by 

turbulence in the flowing water for considerable periods of time without contact with the stream 

bed. It moves with practically the same velocity as that of the flowing water. 

Bed load: The sediment in almost continuous contact with the bed, carried forward by rolling, 

sliding  or hopping. 

Wash load: That part of the suspended load which is composed of particle sizes smaller than 

those found in appreciable quantities in the bed material. It is in near-permanent suspension and, 

therefore, is transported through the stream without deposition. The discharge of the wash load 

through a reach depends only on the rate with which these particles become available. 

2.2.2. Sediment properties 

2.2.2.1.Density and Porosity  

The density of quartz and clay minerals is approximately equal to s = 2650/kgm3. The density 

of carbonate material may be somewhat smaller (rs= 2500 to 2650 / to kg m3) gravity is defined 

as the ratio of the sediment density and the fluid density, s ==s/ 2.5. The porosity of sediment 

material is often related to the deposition history of the sediment bed. 

Loose packing occurs when sediments settle from suspension in still water. Basically, four 

packing arrangements are possible for spherical particles. The most unstable arrangement is the 

cubic arrangement with the sphere centers forming a cube yielding a porosity of 48%. The 

arrangement with the spheres in the hollows of each other yields the most stable packing and the 

smallest porosity of 36%. Random packing of spheres yields porosity ranges from 36% to 40%. 
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Natural sediments with particles of various sizes have relatively small porosity values because 

the smaller particles can occupy the large void spaces. A poorly stored (many sizes) coarse sand 

has a porosity of about 40%. Well sorted (almost uniform) fine sand has a porosity of about 45%. 

The porosity of coral sand (mixture of coral and shell fragments) has been found in the range 

from0.5to0.65. 

2.2.2.2. Shape 

Most of the sand particles on the face of the Earth are more or less rounded because their edges 

and corners are smoothed by abrasion as running water or wind moves the sand particles from 

their origin (source) to their final resting place. Roundness is a function of abrasion induced by 

transport and it increases slowly with distance. Thousands of kilometers if transports in a river 

are required to achieve even moderate rounding. Beaches where sand moves in and out with each 

wave are ideal places for rounding of sand particles if they stay there for any length of time 

the shape of particles generally is represented by the Corey shape factor, defined as: 

                                      SF=C/(ab)0.5…………………………………………………..2.2 

Where a is length along longest axis perpendicular to other two axes, b is length along 

intermediate axis perpendicular to other two axes and c is length along short axis perpendicular 

to other two axes. The SF-factor for natural sand is approximately 0.7. 

The shape factor is essentially a flatness ratio and does not take into account the distribution of 

the surface area and the volume of the particle. For example, a cube of a given length and a 

shape of a diameter equal to the length of the cube have the same shape factor (SF = 1). To 

overcome this, another shape factor is also applied, defined as:  

Sf*=SF ds/dn…………………………………………………………………………..2.3 

Where SF* Shape factor, ds Diameter of a shaper having the same surface area as that of the 

particle, dn Diameter of a sphere having the same volume as that of the particle.SF* approaching 

unity implies increasing sphericity of the particles (sphericity is ratio of surface area of a sphere 

and surface area of the particle at equal volume). A behavioral measure of shape  is expressed by 

the roll ability parameter (Winkelmolen, 1971). The roll ability is a functional shape property 

measured by the time it takes for grains of equal size and density to travel the length of a 

cylinder revolving with its axis inclined at an angle of 2.50 to the horizontal. 
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Size: - Usually, sediments are referred to as gravel, sand, silt or clay. These terms refer to the 

size of the sediment particle. Various methods are available to determine the particle size. 

Cobbles can be measured directly with a ruler. Gravel, sand and silt are analyzed by wet or dry 

sieving methods yielding sieve diameters. Clay materials are analyzed hydraulically by using 

setting methods yielding the particle fall velocity from which the standard fall diameter is 

computed. Clay materials can also be analyzed with various electronic techniques such as the 

Coulter counter and the Laser Diffraction technique (Van Griensven & Srinivasan, 2005).Typical 

diameters are: 

Sieve Diameter which is the diameter of a sphere equal to the length of the side a square sieve 

opening though which the given particles will just pass. 

Nominal Diameter which is the diameter of a sphere that has the same volume as the particle. 

Standard Fall Diameter which is the diameter of a sphere that has a specific gravity of 2.65 and 

has the same fall velocity as the particle in still, distilled water of 240C. 

2.2.3. Particle Fall Velocity 

a) Sphere Falling in a Still Fluid 

Basically, the fall velocity is a behavioral property. The terminal fall velocity (ws) of a sphere 

isthe fall velocity when the fluid drag force on the particle is in equilibrium with the 

Gravitational 

Force. 

                    𝑊𝑠 = [
4(𝑠−1)𝑔𝑑

3CD
]0.5…………………………………………………………2.4 

Where wsis Terminal fall velocity of a sphere in a still fluid, d is Sphere diameter, s is Specific 

gravity (=2.65), CD drag coefficient and g is Acceleration of gravity 

The drag coefficient CD is a function of the Reynolds number R e= wsd/ v and shape factor in 

the stocks region (RE < 1) the drag coefficient is given by: 

CD =24 / Re, yielding:𝑊𝑠 =
(S−1)gd^2

18V
……………………………………………….2.5 
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Outside the Stokes region there is no simple expression for the drag coefficient. The CD value 

decreases rapidly outside the Stokes region (Re < 1) and becomes nearly constant for10 

<RE<103yielding ws proportional to d0.5.The effect of temperature on the fall velocity is taken 

into account by the kinematic viscosity coefficient v. the largest effect occurs for the smallest 

sphere diameters. 

Non-Spherical Particles 

The expressions valid for a sphere cannot be applied for a natural sediment particle because of 

the differences in shape. The shape effect is largest for relatively large particles (> 300µm)which 

deviate more from a sphere than a small particle. Experiments show differences in fall velocity 

of the order to 30% for SF in the range from 0.5 to 1. The terminal fall velocity of non-spherical 

sediment particles can be determined from the following formulae: 

𝑊𝑠 =
(s−1)gd^2

2𝑎
For 1<d≤100µm……………………………………………………2.6 

𝑊𝑆 =
10𝑣

𝑑
[(1 +

0.01(s−1)gd^3)^0.5−1]

V2 For 100<d≤1000µm………………………………2.7 

Ws=1.1*(s-1)gd^0.5 for , d≥1000µm…………………………………………………...2.8 

Where d is sieve diameter, s is specific gravity (=2.65) and v is kinematic viscosity coefficient 

The fall velocity of coral sand (particles larger than 300µm that of quartz sand(Meulen, 1988). 

The differences are mainly caused by differences in shape. Coral sand particles are more angular 

and have, therefore, a smaller fall velocity. The density of coral sand may also be somewhat 

smaller (2500 to 2650 kg/m3).  

2.2.3. Angle of Repose 

The angle of (natural) repose is a behavioral property of sand particles. Grains piled up on each 

other have an equilibrium slope which is called the angle of natural repose (øn).This parameter 

appears to be a function of size, shape and porosity. The angle increase with decreasing 

roundness Values from the literature are in the range of ( n) = 300 to 400 for sand sizes from 

0.001 to 0.01m. Observations in nature on the avalanche less slope of desert dunes and river bed 

dunes also show values in the range of 300 to 400.The angle of repose ( n) also referred to as 

the angle of internal friction is a characteristics angle related to the particle stability on a 
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horizontal or sloping bed .The angle of repose ( n ) may differ from the angle of natural 

repose( n) . Usually, the angle of repose is determined from initiation of motion experiments for 

horizontal and sloping beds. The critical bed-shear stress for a particle on a sloping bed can be 

expressed as: 

 

bcr=b,cr,o
sin (∅−β)

sin∅
………………………………………………….2.9 

In whichb,cr  is Critical bed-shear stress on a sloping bottom,b,cr,o  is Critical bed-shear 

stress on a horizontal bottom,∅ is Angle of repose and 𝛽 is Angle of (longitudinal) bottom slope. 

Fora given 𝛽 value bcr  and the b,cr,o values can be determined from the measured 

variables. Then the above equation used to determine the angle of repose (∅ ). 

2.3. Runoff  Mechanisms 

The two prevailing theories describing mechanisms of runoff (overland flow) generation are 

infiltration excess, or Hortonian overland flow, and saturation excess. Infiltration excess is based 

on the concept that runoff begins when rainfall rates exceed soil infiltration capacities(Horton, 

1933, 1940) assuming runoff amounts are directly controlled by factors that determine soil 

infiltration rate, such as land use and soil type. Hortonian overland flow is important in region 

,such as arid regions, where soil crusting and/or surface sealing occurs during rainstorms, and 

also in urban areas, where impervious surfaces cause surface runoff; it also occurs in extremely 

heavy intensity storms in nearly all regions. Therefore, a management perspective based on the 

infiltration excess concept will identify on the basis of land use and, possibly, soil type.The 

second concept of runoff generation, the saturation excess theory, assumes that runoff is 

generated by direct precipitation on, from, saturated areas in the landscape(Dunne and Black, 

1970) , and that once the soils in these areas become saturated to the surface, all additional 

rainthat falls (regardless of intensity) becomes overland flow. The extent of these saturated areas 

can Vary with season and from storm to storm; thus, the saturation excess theory has been 

extended to encompass variable source area (VSA) hydrology, attributed primarily to(Black, 

(1970))and(Hibbert, 1967). 
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The most common approach to predicting runoff model, such as SWAT(Arnold et al, 1993) is 

through the Soil Conservation Service Curve Number (SCS-CN)(USDA-SCS, 1972)method .The 

SCS-CN method is theoretically consistent with the infiltration excess theory(Hjelm felt, 1980) 

as well as the saturation excess theory (Steenhuis et al, 1995), but is most commonly used in a 

way that implicitly assumes infiltration excess as the primary runoff mechanism by using land 

use and soil class to assign runoff potential. In contrast, methods that assume saturation excess 

theory use landscape and topographical factors rarely used in the SCSCN method as indicators of 

runoff potential(Steve et al, 2006). 

Models based on either the infiltration-excess or the saturation-excess theory can be calibrated to 

correctly simulate flow at the watershed outlet at a wide range of temporal scales, regardless of 

the true runoff generation process. To date, because of their intrinsic simplicity, runoff models 

that use the SCS-CN method in a manner consistent with infiltration excess theory have been the 

choice of land managers and regulatory agencies to predict runoff generation. These models may 

not be representative of the true runoff generation processes that occur at the watershed scale and 

may therefore incorrectly predict the locations where the runoff is generated. Accurate 

characterization of runoff generation is essential in biogeochemical models to correctly estimate 

flow and nutrient flux. The widespread commitment to models based on the SCS-CN method 

creates an urgent need to incorporate saturation excess theory for use in watersheds where 

Saturation excess hydrology dominates(Steve et al, 2006). 

2.4.Hydrological Models 

Modeling is defined as the process of organizing, synthesizing, and integrating component parts 

Into a realistic representation of the prototype. (USDA, 1972)Lists the following benefits of 

modeling: -Models help sharpen the definition of hypotheses, define and categorize the state of 

Knowledge, provides an analytical mechanism for studying the system of interest, and can be 

used to simulate experiments instead of conducting the experiments on the watershed itself. 

Hydrological models are characterizations of the real-world system. Modeling of the rainfall 

runoff processes of hydrology is needed for many different reasons the main reasons being 

limited range of hydrological measurement techniques and limited range of measurements in 

space and time(Beven, 1985). Therefore, it is necessary to develop a means of extrapolating from 

those available measurements in space and time to ungauged catchments and into the future to 
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assess the likely impact of future hydrological changes. A wide range of hydrological models are 

used by the researchers, however, the applications of those models are highly dependent on the 

purposes for which the modeling is made.(Beven, 1985) Stated that many rainfall-runoff models 

are carried out purely for research purposes as a means of enhancing knowledge about 

hydrological systems. He also added that other types of models are developed and employed as 

tools for simulation and prediction aiming ultimately to allow decision makers to improve 

decision making about hydrological problems. Before developing the hydrological models, it is 

very important to understand how the catchment responds to rainfall under different conditions. 

2.5. Types of Hydrological Models 

Lumped models: Parameters of lumped hydrologic models do not vary spatially within the basin 

and thus, basin response is evaluated only at the outlet, without explicitly accounting for the  

response of individual sub basins. Parameters of lumped models often do not represent physical 

features of hydrologic processes and usually involve certain degree of empiricism. The impact of 

spatial variability of model parameters is evaluated by using certain procedures for calculating 

effective values for the entire basin. The most commonly employed procedure is an area 

weighted average (Haan et al, 1994). Lumped models are not usually applicable to event-scale 

processes. If the interest is primarily in the discharge prediction only, then these models can 

provide just as good simulations as complex physically based models(Beven, 1985). Semi-

distributed models: Parameters of semi-distributed (simplified distributed) models are partially 

allowed to vary in space by dividing the basin into a number of smaller sub basins. 

There are two main types of semi-distributed models:  

1) Kinematic wave theory models (KWmodels, such as HEC-HMS), and 2) probability 

distributed models (PD models, such as TOPMODEL). The KW models are simplified versions 

of the surface and/or subsurface flow equations of physically based hydrologic models(Beven, 

1985). In the PD models spatial resolution is accounted for by using probability distributions of 

input parameters across the basin. 

2. Distributed models: Parameters of distributed models are fully allowed to vary in space at are 

solution usually chosen by the user. Distributed modeling approach attempts to incorporate data 

concerning the spatial distribution of parameter variations together with computational 
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algorithms to evaluate the influence of this distribution on simulated precipitation-runoff 

behavior. Distributed models generally require large amounts of (often unavailable) data for 

parameterization in each grid cell. However, the governing physical processes are modeled in 

detail, and if properly applied, they can provide the highest degree of accuracy. 

2.5.1. Selection of model 

Even though, estimates of sediment yield are required in a wide spectrum of practical studies for 

the planning, design, operation and maintenance of water resources structures, the measurement 

and sampling of sediment transportation is very lengthy and costly. So that it requires other 

options to challenge such problems of sediment estimation in water resources development. One 

of the options is usage of hydrological models. Most of sediment modeling is uses physically 

based models or/and empirical models so, for this study physically based model, SWAT model 

,was selected. Hydrological models are tools that describe the physical processes controlling the 

transformation of precipitation to stream flows. There are different hydrological models designed 

and applied to simulate the rainfall runoff relationship under different temporal and spatial 

dimensions. The focus of these models is to establish a relationship between various hydrological 

components such as precipitation, evapotranspiration, surface runoff, ground water flow and soil 

water movement (infiltration). Many of these hydrological models describe the canopy 

interception, evaporation, transpiration, snowmelt, interflow, overland flow, channel flow, 

unsaturated subsurface flow and saturated subsurface flow. These models range from simple unit 

hydrograph based models to more complex models that are based on the dynamic flow 

equations. Simulation programs implementing watershed hydrology and river water quality 

models are important tools for watershed management for both applied and operational research 

purposes. A hydrological model represents the water cycle of a drainage basin and studies the 

response of this basin to climatic and physical conditions (Renaud, 2004). Three different 

categories of hydrological models can be distinguished: physically process based, empirical and 

statistically based. 

Physically process based models are described by mathematically formulated fundamental 

physical laws, where each basin is represented by a concept; a reservoir for instance. They are 

useful for inferring the distribution, magnitude, and past, present and future behavior of a process 
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with limited observations (Hermance, 2003). These equations can relate the changes of water 

properties into the reach to those across the surface. 

Empirical models are a synthesis and a summary of field or experimental observations. Their 

fundamental parameters are not compulsory physically related. Empirical models are based on 

defining important factors through field observation, measurement, experiments and statistical 

methods (Petter, 1992). They are useful in predicting the hydrology or soil erosion, but are site 

specific and require long-term data  (Elirehema, 2001). Empirical models are the result of several 

years of research data and numerically evaluate the effects of climate, soil properties, topography 

and crop management (Stone, 2000). 

Physically based models are based on knowledge of the fundamental processes and incorporate 

the laws of conservation of mass and energy (Petter, 1992). These physical processes vary both 

temporally and spatially. They consider the spatial and temporal changes of different factors 

(Jaroslav et al., 1996). Physically based distributed watershed models play a major role in 

analyzing the impact of land management practices on water, sediment, and agricultural 

chemical yields in large complex watersheds. Statistically based models use many observations 

to estimate the behavior of watersheds and their interactions. They can be physically or 

empirically based. 

In addition to categorizing both soil erosion and hydrological models with respect to the way 

they are being synthesized, another distinction is the difference between distributed and global 

models. In distributed models, the watershed is one single entity and in global models, many 

units represent the variability of hydrological parameters on the surface. Spatial variability is 

handled by dividing a drainage basin into smaller geographical units, such as sub basins, land 

cover classes, elevation zones or a combination of them. The so called hydrological response 

units (HRUs) represent areas where the modeling has been simplified and where the hydrological 

response is supposed to be homogeneous. 

In recent years, distributed watershed models are increasingly used to study alternative 

management strategies in the areas of water resources allocation, flood control, impact of land 

use change and climate change, and finally environmental pollution control. Many of these 

models share a common base in their attempt to incorporate the heterogeneity of the watershed 
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and spatial distribution of topography, vegetation, land use, soil characteristics, rainfall and 

evaporation. Some of the watershed models developed in the last two decades are CREAMS 

(Chemicals, Runoff, and Erosion from Agricultural Management Systems)  (Knisel, 1980), EPIC 

- Erosion Productivity Impact Calculator (Williams, 1995), AGNPS (Agricultural None Point 

Source model) (Young et al., 1989), SWAT (Soil and Water Assessment Tool) (Arnold, 1998) 

and HSPF (Hydrologic Simulation Program Fortran) (Bicknell et al., 2001), ANSWERS (Areal 

Nonpoint Source Watershed Environmental Response Simulation) (Huggins, 1982), EROSION-

3D (SCHMIDT, 1995), EUROSEM (European Soil Erosion Model) (Morgan et al., 1997) WEPP 

(Water Erosion Prediction Project) (GR Foster, 1987) etc. Many of these watershed models are 

applied for runoff and soil loss prediction (e.g. (Morgan, 2001), (Srinivasan et al., 1998), 

(Lundek-vam, 2006), water quality modeling (e.g. (Belay Debele et al., 2006), (Santhi et al., 

2006), (Abbaspour et al., 2007), land use change effect assessment (e.g. (Sheng et al., 2003), 

(Claessens et al., 2006); and climate change impact assessment e.g. (Andersson et al., 2009), 

(Huang et al., 2005); (Zhang et al., 2007). Each model type serves a purpose, and a particular 

model type may not categorically be considered more appropriate than others in all situations. 

Choice of a suitable model structure relies heavily on the function that the model needs to serve. 

There are various criteria which can be used for choosing the right hydrological model for a 

specific problem. These criteria are always project dependent, since every project has its own 

specific requirements and needs. Further, some criteria are also user-depended (and therefore 

subjective). Among the various project-dependent selection criteria, there are four common, 

fundamental ones that must be always answered. 

I. Required model outputs important to the project and therefore to be estimated by the 

model (Does the model predict the variables required by the project?). 

II. Hydrologic processes that need to be modeled to estimate the desired outputs 

adequately (Is the model capable of simulating single-event or continuous Processes?) 

III. Availability of input data (Can all the inputs required by the model be provided 

within the time and cost constraints of the project?). 
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IV. Price (Does the investment appear to be worthwhile for the objectives of the 

project?).The selection of model were by considering the above criteria’s with 

inclusive of availability of data, level of application, purpose, required accuracy, 

space and time scale, catchment area, simplicity, previous trends(studies) in the 

surrounding area & Ethiopia as a whole. Considering all the criteria’s set above data 

driven model physical based models (SWAT) were adopted for this study. 

Among the above mentioned models, the physically based distributed model SWAT is a well-

established model for analyzing the impact of land management practices on water, sediment, 

and agricultural chemical yields in large complex watersheds. It is one of the watershed models 

for long term impact analysis. It is widely applied in many parts of United States and many other 

countries e.g. (Bingner, 1996), (Peterson and Hamlett, 1998); (Arnold et al., 1998); (Benaman et 

al., 2005), (Heuvelmans et al., 2004); (Bouraoui, 2005)A comprehensive review of SWAT model 

applications is given by (Gassman et al., 2007) 

The SWAT model is widely used in the United States and in some European countries to solve 

water management problems. It has been used for a variety of applications, including water 

balance calculation, sediment transport and stream-aquifer interaction (Guen, 2005). SWAT was 

integrated in to GIS. The different types of data required by the model were added, allowing the 

model to run. The calibration permitted the prediction of the behavior of the basin depending on 

different conditions. A study to identify limitations and uncertainties of SWAT has been carried 

out by (Sophocleous et al., 2000). SWAT was combined with MODFLOW (Modular Three 

Dimensional Finite Difference Ground Water Flow Model). The results showed that SWAT 

distorted the shape of the watershed by using a mean distance of overland flow to the stream 

during transport processes. 

2.5.2. Reason for Selection of SWAT Model 

I. It has been indicated and tested by different researcher and journal paper that the 

model is  calibrated and simulated with satisfactory results on Abbay basin. 

II. It has been tested that the model has obvious advantage as a hydrological modeling 

tool that includes modularity, computational efficiency, ability to predict long-term 

impacts as a continuous model, and ability to use readily available global datasets, 

availability of a reliable user and developer support has contributed to its acceptance 

as one of the most widely adopted and applied hydrological models worldwide. 
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III. The model simulates the major hydrological process in the watersheds, and it is 

readily and freely available. 

IV. Specifically the model was tested for prediction of runoff and sediment yield in 

Abbay basin with satisfying results, since SWAT can be applied for the same land use 

/land cover and topographical conditions it will have good performance on Leza basin 

too. 

V. Was capable of operating on a watershed scale with several sub-basins. 

VI. Allowed topographical, land use and management differences. 

A study by (Flay, 2000)had the aim of understanding nitrate and phosphate dynamics in 

agricultural basins. It analyzed the ability of SWAT to model the effect of changes of land use 

patterns and practices. This study concluded on the main assets and drawbacks of WAT. Major 

short comings of SWAT are: 

 Extensive data input requirements 

 Difficulties of selecting appropriate parameters for calculation 

 Subjectivity of selecting coefficients 

 Limitations in simulating short-term events 

Despite the complexity of the model, major benefits include: SWAT is applicable to decision-

making in land management and is able to model the impacts on water quality and quantity such 

as cropping patterns, fertilizer applications, pesticide applications and timing and amount of 

irrigation. An important issue to consider in the prediction of hydrology, sediment yield and 

water quality is uncertainties in the predictions. The main sources of uncertainties are: 

I. Simplifications in the conceptual model. For example, the simplifications in a hydrologic 

model, or the assumptions in the equations for estimating surface erosion and sediment 

yield, or the assumptions in calculating flow velocity in a river, 

II. Processes occurring in the watershed but not included in the model. For example, wind 

erosion, soil losses caused by landslides, 

III.  Processes that are included in the model, but their occurrences in the watershed are 

unknown to the modeler or unaccountable; for example, reservoirs, water diversions, 

irrigation, or farm management affecting water quality, 
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IV. Processes that are not known to the modeler and not included in the model. These include 

dumping of waste material and chemicals in the rivers, or processes that may last for a 

number of years and drastically changes the hydrology or water quality such as 

constructions of roads, bridges, tunnels and dams. 

V. Errors in the input variables such as rainfall and temperature. 

 

2.5.3. Related previous works by SWAT 

In recent time there have augmentation of SWAT model application in tropical countries, several 

workers as reported in Ndomba & Birhanu (2008) have satisfactorily applied SWAT model for 

sediment yield modeling in poorly gauged catchments in Tanzania and the region at large. The 

study in Hare River basin concluded that the SWAT model satisfactorily predicted monthly and 

annual flows; and the model is useful to analyze the impacts of land use/land cover changes 

onstream flow even in basins with limited data(Tadele and Forch, 2007). 

Assessment of the spatial distribution of water resources and evaluation of the impacts of 

different land management practices on hydrologic response and soil erosion in the upper part of 

the Awash River basin in Ethiopia by(Chekol et al, (2007) was concluded that the SWAT model 

accurately tracked the measured flows and simulated well the monthly sediment yield and also 

the Studies by (Yonas, 2007 )shows that prediction of sediment inflow to Legedadi reservoir, the 

model performs well to predict the sediment inflow. 

(Setegn et al, 2010 )Used SWAT to simulate the sediment yield simulations for the Anjeni, a 

small watershed (1.35 km2) in the northern highlands of Ethiopia, using different slope 

classifications. And (Betrie et al, 2011 )used SWAT to evaluate effects of several best 

management scenarios (filter strips, stone bunds, and reforestation) for the upper Blue Nile basin 

in Ethiopia. 

(Easton et al, 2010 )Simulated the hydrologic balance and sediment loss for the Blue Nile 

watershed that lies mainly in Ethiopia using SWAT-WB, a modified SWAT model that captures 

variable source area hydrologic phenomena. 
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Even though the model is data intensive, studies by (Munishi, 2007 )and critical review of model 

applications in Nilotic catchments by (Birhanu, 2008)have shown that high resolution of spatial 

data does not necessarily improve the model performance. 

2.5.4. Limitation of SWAT 

The popularity of the SWAT model is largely due to the multi-disciplinary coverage of processes 

representing the hydrology, soil science, erosion/sediment transport, crop growth, in-stream 

water quality and the agricultural management. Even though SWAT contains many processes, 

certain processes may still not be well represented. For example, (Griensven, 2011) indicated in 

their paper that certain landscape elements, such as wetlands, are not well represented in the 

SWAT model, while they may have a huge impact on the hydrological and nutrient cycle. One 

may also wonder whether the concepts behind the way the processes are represented in the 

SWAT model are generally applicable all over the globe. Several of these processes have an 

empirical background whereby the equations were derived from large data sets in the US. The 

used curve number approach and the USLE soil loss equations are good examples .While SWAT 

is a process-based model, it intentionally incorporates simplified representations of most 

processes so that many parameters can be obtained from readily available geospatial coverages. 

For upland generation of flow and sediment, SWAT relies on the well-tested, semiempirical 

approaches of the SCS Curve Number and MUSLE. The basic time step of the model is one day 

(although hydrology can be simulated at a finer scale using Green -Ampt infiltration); so actual 

flow hydrographs are not represented. The MUSLE approach is most applicable to the estimation 

of cumulative loads, rather than loads from individual events. It should also be noted that the 

default SWAT algorithm may yield unrealistic results from HRUs that contain a mix of urban 

pervious and impervious land cover because MUSLE is calculated with the peak flow. 

2.5.5. SWAT Model Development and Interface 

SWAT(Arnold et al, 1998) is a semi-distributed, time continuous watershed simulator operating 

on a daily time step. It is developed for assessing the impact of management and climate on 

water supplies, sediment, and agricultural chemical yields in watersheds and larger river basins. 

The model is semi-physically based, and allows simulation of a high level of spatial detail by 

dividing the watershed into a large number of sub-watersheds. The major components of SWAT 
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include hydrology, weather, erosion, plant growth, nutrients, pesticides, land management, and 

stream routing. The program is provided with an interface in Arc GIS(Winchell et al, 2007) for 

the definition of watershed hydrologic features and storage, as well as the organization and 

manipulation of the related spatial and tabular data. 

2.5.6. Theoretical Description of SWAT 

The large-scale spatial heterogeneity of the study area is represented by dividing the watershed 

into sub basins. Each sub basin is further discredited into a series of hydrologic response units 

(HRUs), which are unique soil-land use combinations. Soil water content, surface runoff, 

nutrient cycles, sediment yield, crop growth and management practices are simulated at each 

HRU and then aggregated for the sub basin by a weighted average. Physical characteristics, such 

as slope, reach dimensions, and climatic data are considered for each sub basin. For climate, 

SWAT uses the data from the station nearest to the centric of each sub basin. Calculated flow, 

sediment yield, and nutrient loading obtained for each sub basins are then routed through the 

river system. Channel routing is simulated using the variable storage or Muskingum method. The 

water in each HRU in SWAT is stored in four storage volumes: shallow soil profile (0-2m), 

snow shallow aquifer (typically 2-20m), and deep aquifer. Surface runoff from daily rainfall is 

estimated using a modified SCS curve number method, which estimates the amount of runoff 

based on local land use, soil type, and antecedent moisture condition. Peak runoff predictions are 

based on a modification of the Rational Formula (Chow et al, 1988). The watershed 

concentration time is estimated using Manning’s formula, considering both overland and channel 

flow. 

The soil profile is subdivided into multiple layers that support soil water processes including 

infiltration, evaporation, plant uptake, lateral flow, and percolation to lower layers. The soil 

percolation component of SWAT uses a water storage capacity technique to predict flow through 

each soil layer in the root zone. Down ward flow occurs when field capacity of a soil layer is 

exceeded and the layer below is not saturated. Percolation from the bottom of the soil profile 

recharges the shallow aquifer .Daily average soil temperature is simulated as a function of the 

maximum and minimum air temperature. If the temperature in a particular layer reaches less than 

or equal to 0oC, no percolation is allowed from that layer. Lateral sub-surface flow in the soil 

profile is calculated simultaneously with percolation. 
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The model computes evaporation from soils and plants separately. Potential evapotranspiration 

can be modeled with the Penman-Monteith (Monteith, 1965), Priestly-Taylor or Hargreaves 

methods, depending on data availability. Potential soil water evaporation is estimated as a 

function of potential ET and leaf area index (area of plant leaves relative to the soil surface area). 

Actual soil evaporation is estimated by using exponential functions of soil depth and water 

content. Plant water evaporation is simulated as a linear function of potential ET, leaf area index, 

and root depth, and can be limited by soil water content. Sediment yield in SWAT is estimated31 

with the modified soil loss equation (MUSLE) developed by (Wischmeier & Smith, 1978 ).The 

sediment routing model consists of two components operating simultaneously: deposition and 

degradation. The deposition in the channel and flood plain from the sub-watershed to the 

watershed outlet is based on the sediment particle settling velocity. The settling velocity is 

determined using Stokes law (Chow et al, 1988 )and is calculated as a function of particle 

diameter squared. The depth of fall through a reach is the product of settling velocity and the 

reach travel time. The delivery ratio is estimated for each particle size as a linear function of fall 

velocity, travel time, and flow depth.  

2.5.7. Hydrological Component of SWAT 

Simulation of hydrology of a watershed is done in two separate components. One is the land 

phase of the hydrologic cycle that controls the water movement in the land and determines the 

water, sediment, nutrient and pesticide amount that will be loaded into the main stream. 

Hydrological components simulated in land phase of the Hydrological cycle are canopy storage, 

infiltration, redistribution, and evapotranspiration, lateral subsurface flow, surface runoff, ponds 

and tributary channels return flow. The second component is routing phase of the hydrological 

cycle in which the water is routed in the channels network of the watershed, carrying the 

sediment, nutrients and pesticides to the outlet. In the land phase of the hydrologic cycle, SWAT 

Simulates the hydrological cycle based on the water balance equation. 

SWst=SWo+∑𝑡
𝑖=1 [Rday-Qsurf-Ed-Wweap-Qgw]………………………………………………2.10 

Where: SWst is final soil water content (mm H2O), SWo is initial soil water content on day 

I(mm), t is time (days), Rday is the amount of precipitation on day i (mm H2O) , Qsurf is amount 

ofsurface runoff on day i (mm H2O) , Wseep is amount of water entering vadose zone from the 
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soil profile on day I (mm H2O) , Ea amount of evapotranspiration on day I (mm H2O) and Qgw 

amount of return flow in day I (mm H2O). 

2.6.Potential evapotranspiration 

For PET estimation, SWAT provides three alternatives for its calculation: Penman-

Monteith(Monteith, 1965)Priestley-Taylor and Hargreaves methods. As an option, measured 

values can also be used as an input data. These methods have various needs for a number and 

type of climate variables: Penman-Monteith method requires solar radiation, air temperature, 

relative humidity and wind speed; Priestley-Taylor method requires solar radiation, air 

temperature and relative humidity; whereas Hargreaves method requires air temperature only. 

2.7.Surface Runoff 

Using daily or sub daily rainfall amounts, SWAT simulates surface runoff volumes and peak 

runoff rates for each HRU. SWAT provides two methods for estimating surface runoff volume 

the SCS curve number method and the Green &Ampt infiltration method (Green & Ampt, 1911). 

Even though the latter method is better in estimating runoff volume accurately, its sub daily time 

step data requirement makes it difficult to be used for this study. Hence, the SCS  curve number 

method was adopted; and the model was developed to provide a consistent basis for estimating 

the amounts of runoff under varying land use and soil types SCS curve number method 

calculates the runoff as follow: 

𝑄𝑠𝑢𝑟𝑓 =
(Rday−Ia)2

(r−Ia+s)
…………………………………………….2.11 

Where: Qsurf accumulated runoff or rainfall excess (mm water), R day rainfall depth for the 

day(mm water), Ia an initial abstraction which includes surface storage, interception and 

infiltration prior to runoff (mm water) and S retention parameter (mm water) and calculated by: 

𝑠 = 25.4 ∗ (
1000

𝐶𝑁
− 10)……………………………………………………………2.12 

Where CN is the curve number for the day and it is a function of land use, soil permeability and 

Antecedent soil water condition. Commonly Ia is approximated by 0.2S and equation 3.9 can be 

rewrite as follow. 
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Qsurf=
(Rdar−0.2s)2

(R+0.8s)
……………………………………………………………….2.13 

2.8.Peak runoff rate 

The peak runoff rate is an indicator of the erosive power of a storm and is used to predict 

sediment loss. SWAT calculates the peak runoff rate with a modified rational method for each 

HRU as follow: 

𝑄𝑝𝑒𝑎𝑘 =
αtc∗Qsurf∗A

tconc
………………………………………………………………2.14 

Where Qpeak is peak runoff rate (m3/s), αtc the fraction of daily rainfall that occurs during the 

time of concentration, Qsurf is the surface runoff (mm); A is the sub-basin area (km2), Time of 

concentration (hr) and 3.6 is conversion factor. SWAT estimates the value of αtc by using: 

αtc=1-exp[2*tconc*ln(1-α0.5)…………………………………………….2.15 

Where α0.5 is the fraction of daily rain falling in the half-hour highest intensity rainfall, tconc is 

the time of concentration for the sub basin (hr). 

2.9.Sediment Component of SWAT 

SWAT computes erosion for each HRU caused by rainfall and runoff with the Modified 

Universal Soil Loss Equation (MUSLE). The modified universal soil loss equation (Williams, 

1975)is given by equation 3.1. 

Sed=118*(Qsurf*qpeak*Ahru)
0.56*KUSLE*CUSLE*PUSLE*LSUSLE*CFRG…………..2.16 

Where Sed is the sediment yield on a given day in metric tons, Qsurf is the surface runoff from 

the watershed in mm/ha, qpeak is the peak runoff rate in cubic meter per second, Ahru is the area 

of HRU, KUSLE is the USLE soil erodibility factor, CUSLE is the USLE land cover and 

management factor, PUSLE is the USLE support practice factor, LSUSLE is the USLE 

topographic factor, and CFRG is the coarse fragment factor. In SWAT water is routed through 

the channels network using either the variable storage routing or Muskingum River routing 

method. 
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2.10. Soil Erodibility Factor 

Some soils erode more easily than others even when all other factors are the same. This 

difference is termed soil Erodibility and is caused by the properties of the soil itself. (Smith W. , 

1978), define the soil Erodibility factor as the soil loss rate per erosion index unit for a specified 

soil as measured on a unit plot. A unit plot is 22.1m (72.6-ft) long, with a uniform length-wise 

slope of 9%, in continuous fallow, tilled up and down the slope. Continuous fallow is defined as 

land that has been tilled and kept free of vegetation for more than 2 years. As noted that a soil 

type usually becomes less erodible with decrease in silt fraction, regardless of whether the 

corresponding increase is in the sand fraction or clay fraction. 

2.10.1. Cover and Management Factor 

The USLE cover and management factor, CUSLE, is defined as the ratio of soil loss from land 

cropped under specified conditions to the corresponding loss from clean-tilled, continuous 

fallow. (Wischmeier & Smith, 1978)The plant canopy affects erosion by reducing the effective 

rainfall energy of intercepted raindrops. Water drops falling from the canopy may regain 

appreciable velocity but it will be less than the terminal velocity of free-falling raindrops. The 

average fall height of drops from the canopy and the density of the canopy will determine the 

reduction in rainfall energy expended at the soil surface. 

2.10.2. Support Practice Factor 

The support practice factor, PUSLE, is defined as the ratio of soil loss with a specific support 

practice to the corresponding loss with up-and-down slope culture. Support practices include 

contour tillage, strip-cropping on the contour, and terrace systems. Stabilized waterways for the 

disposal of excess rainfall are a necessary part of each of these practices. Contour tillage and 

planting provides almost complete protection against erosion from storms of low to moderate 

intensity, but little or no protection against occasional severe storms that cause extensive 

breakover of contoured rows. Contouring is most effective on slopes of 3 to 8 percent. The 

conservation practice factor and cover & management factor for universal soil loss 

equation(USLE) are presented in Table (2.1, 2.2, and 2.3) for some conservation practices. 

Table: 2.1 P factor values and slope length limits for contouring 

Land slope (%)  PUSLE  Maximum length (m) 
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1 to 2  0.6  122 

3 to 5  0.5  91 

6 to 8  0.5  61 

9 to 12  0.6  37 

13 to 16  0.7  24 

17 to 20  0.8  18 

21 to 25  0.9  15 

Source (Wischmeier& Smith, 1978) 

Table: 2.2Support practice factor (P-values) defined for Ethiopia 

Parameter Description  P-value 

Contour ploughing  0.9 

Ploughing up and down slope  1 

Appling mulch  0.6 

strip cropping  0.8 

Terraces  0.6 

Protected area  0.5 

The parameters, which were defined for Ethiopia by (Hurni, 1985) 

Table: 2.3 Cover and Management factor (C-values) defined for Ethiopia. 

Parameter Description  C-value 

Cover or management factor (USLE_C) (Teff)  0.25 

Cover or management factor (USLE_C) 

(barley and wheat)  
0.15 

Cover or management factor (USLE_C) 

(Maize and Sorghum ) 
0.1 

Cover or management factor (USLE_C) (bush 

or shrub ) 
0.02 

Cover (USLE_C factor) (forest ) 0.003 

Cover or management factor(USLE_C) (dense 

grass )  
0.01 

Cover or management factor(USLE_C) 

(degraded grass )  
0.05 

 

The parameters, which were defined for Ethiopia by (Hurni, 1985) 

2.10.3. Sediment transport 

Sediment transport in the channel network is a function of two processes, deposition and 

degradation; SWAT compute both of them by using the same channel dimensions for the entire 

simulation. The amount of sediment degradation in the channel can be calculated by the model 

by using equation 2.17 and the net amount of sediment deposited in the reach segment is 

calculated by equation 2.18. 
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seddeg=(concsed,ch,mx-concsed,ch,i)*vch*kch*cch………………………2.17 

seddep=(concsed,ch,i-concsed,ch,mx*vch………………………………………2.18 

Where: Seddeg is the amount of sediment re-entrained in the reach segment (metric tons), 

Concsed,ch,i is the amount of initial sediment concentration in the reach (kg/l or ton/m3), 

Concsed,ch,mx is the maximum concentration of sediment that can be transported by the water 

(kg/l or ton/m3), Kch is the channel erodibility factor (cm/hr/pa), Cchis the channel cover factor 

and Vch is the volume of water in the reach segment (m3), sed dep is the amount of sediment 

deposited in the reach(metric tons).Once the amount of degradation and deposition has been 

calculated by the aboveequations3.17and 3.18 respectively), then the final amount of sediment in 

the reach is determined by equation 3.19 and the amount of sediment transported out of the reach 

is calculated byequation3.20. 

𝑆𝑒𝑑𝑐ℎ = Sedch, i − Seddep + seddeg…………………………2.19 

𝑆𝑒𝑑𝑜𝑢𝑡 = Sedch ∗
vout

v
……………………………………………………2.20  

Where sedch is the amount of suspended sediment in the reach (metric tons), Sedch,i is the 

amount of suspended sediment in the reach at the beginning of the time period(metric tons), 

Seddeg is the amount of sediment re-entrained in the reach segment (metric tons), Sedout is the 

amount of sediment transported out of the reach (metric tons), Sedch is the amount of suspended 

sediment in the reach (metric tons), Vout is the volume of outflow during the time step (m3) and 

Vch is the volume of water in the reach segment (m3). 

2.10.4. Surface Run off and Sediment lag 

In large sub basins with a time of concentration greater than 1 day, only a portion of the surface 

runoff will reach the main channel on the day it is generated and also Sediment in the surface 

runoff is lagged as well. SWAT incorporates a surface runoff storage feature to lag part of the 

surface runoff release to the main channel. Once surface runoff is calculated, the amount of 

surface runoff released to the main channel is calculated by equation 2.21 and after the sediment 
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load in surface runoff is calculated, the amount of sediment released to the main channel is 

calculated using equation 2.22 by the model. 

𝑄𝑠𝑢𝑟𝑓 = (Q′surf + Qstor, i − 1)(1 − exp [
−surlag])

tconc
………………………….2.21 

Sed=(Sed ’+sedstor,i-1) (1 − exp [
−surlag])

tconc
…………………………………2.22 

Where: Qsurf is amount of surface runoff discharged to main channel in a day (mm), Q' is 

amount of surface runoff generated in a sub basin in a day (mm), Qstor, i-1 is the surface runoff 

stored or lagged from the previous day (mm), Surlag is the surface runoff lag coefficient, tconc is 

the time of concentration for the sub basin (hrs) and in equation 2.22 Sed is the amount of 

sediment discharged to the main channel on a given day (metric tons), Sed’ is the amount of 

sediment load generated in the HRU on a given day (metric tons), Sedstor, i-1 is sediment stored 

or lagged from the previous day (metric tons). 

2.10.5. Sediment in lateral and ground water flow 

Even though, it is small in proportion to the surface flow contribution, SWAT allows the lateral 

and groundwater flow to contribute sediment to the main channel and calculated: 

sedlat=
(Qlat+Q)∗Areahru∗concsed

1000
………………………………………………………….2.23 

Where sedlat is the sediment loading in lateral and ground water flow (metric tons), Qlat is the 

lateral flow for a given day (mm water), Qgw is the groundwater flow for a given day (mm 

water),Area HRU is the area of the HRU (km2) and Concsed is the concentration of sediment in 

lateral and groundwater flow (mg/l). 

2.11. Routing phase of the hydrologic cycle 

The second phase of the SWAT hydrologic simulation, the routing phase, consists of the 

movement of water, sediment and other constituents (e.g. nutrients, pesticides) in the stream 

network. The change in channel dimensions with time due to down cutting and widening is also 

included. Similar to the case for the overland flow, the rate and velocity of flow is calculated by 

38using the manning’s equation. The main channels or reaches are assumed to have a trapezoidal 

shape by the model. Two options are available to route the flow in the channel networks: the 

variable storage and Muskingum methods. Both are variations of the kinematic wave model. The 
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variable storage method uses a simple continuity equation in routing the storage volume, whereas 

the Muskingum routing method models the storage volume in a channel length as a combination 

of wedge and prism storages. While calculating the water balance in the channel flow, the 

transmission and evaporation are also well considered by the model. For this study, the variable 

storage method was adopted. The method was developed by (Williams, 1975) and recommended  

(Arnold et al, 1995). The Storage routing is based on the continuity equation: 

∆Vstored=Vin-Vout…………………………………………2.24 

Where: Vin is volume of inflow during the time step (m3), Vout is volume of outflow during the 

time step (m3), and ∆Vstoredis change in volume of storage during the time step (m3). 

The above equation (2.24) can also be rewritten in detailed as follows: 

Vstored,2-Vstored,1=∆t
qin,1+qin,2

2
-∆t*(

qout,1+qout,2

2
)………………………..2.25 

Where: ∆t is the length of the time step (s), qin,1 is the inflow rate at the beginning of the time 

step (m3/s), qin,2 is the inflow rate at the end of the time step (m3/s), qout,1 is the outflow rate at 

the beginning of the time step (m3/s), qout,2 is the outflow rate at the end of the time step (m3/s), 

Vstored,1 is the storage volume at the beginning of the time step (m3) and Vstored,2 is the 

storage volume at the end of the time step (m3). 
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CHAPTER THREE 

3. Description of the study area 

3.1. Location of the study area 

Leza watershed is located from Amhara region in Abbay basin Ethiopia is located in the 

northwestern region of Ethiopia lies between 10 20'0”-11 0’0” N and 37 0'0”-37 4' 0” E. It 

covers an area of approximately 2,881 km2.This watershed found between F/selam and D/markos 

zone cities and 178 km far from regional city Bahir Dar. 

 

Figure: 3.1. Location map of Leza watershed 

3.2. Topography 

The major landform of the watershed includes flat to gently sloping, undulating plains, hills and 

mountains. The North eastern part of the watershed is characterized by highly rugged, 
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mountainous and rolled topography with steep slopes and the lower part is characterized by a 

valley floor with flat to gentle slopes. The major portion of the watershed is under intensive 

cultivation and teff, maize, barley and wheat are the major crops grown in the watershed. 

Shrubland, grazing land, forest, and wood land are other land cover types in thewatershed (Table 

3.1) show the topography of the study area. 

Table: 3.1. Watershed characterization based on slope. 

Slope (%) Description Area (ha) Coverage (%) 

0-5 Flat 108561.6131 22.52 
 

5-15 Moderately steep 121139.7349 40.86 

 

>15 Steep 66765.8485 36.62 

 

 

Figure: 3.2. Slope classification of Leza watershed 
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3.3. The climate of the study area 

Based on the agro climatic classification of Ethiopia (Hurni, 1987)Leza watershed is 

predominantly characterized with wet dega and Wet Woyna Dega agro-climatic zones, altitude 

range from 1344 m to 3502 m above sea level. The watershed area represents humid, with 

moderately cool weather and high frost, agro-climate. The rainfall in the area has uni-modal 

characteristics with one rainy and one dry season with annual average rainfall of 1262 mm. The 

rainy season extends from May to October and dry season from November to April. The mean 

annual temperature of the Leza watershed ranges between 7°C and 29°C.  

The other climatological parameters are relative humidity, sunshine hours, wind speed and 

evaporation. The long term mean monthly relative humidity values varies from 53 to 76%. The 

area receives an adequate sunshine hours of 100 to 200 hours per month from March to October 

and 200 to 300 hours every month in the dry season. The wind speed data records show that the 

area experiences moderate and frequent winds. The dry season winds, which are able to cause 

wind erosion occur some times in the catchment and reaches to the speed about 150 km/day. The 

average annual evaporation also amounts to 1770 mm. 

3.4. Hydrology of the study area 

The Leza River, which is a major tributary to Birr River, at an elevation 3000m above sea level. 

It collects water from number of streams, within the watershed area. Some of the major tributary 

stream includes the upper side of the watershed which collects surface runoff from Gunagune 1; 

Gunagune2 contributes to the main Leza River. The river discharges mean annual average of 

278m3/s to the main Birr river at the outlet of the watershed. 

3.5. Land use and land cover 

3.5.1. Land use 

The terms land use and land cover is often used interchangeably even though the distinction 

between the two is important. Land use refers to the actual economic activity for which the land 

is used whereas land cover refers to the cover of the earth’s surface. Land use can be seen as the 

ultimate expression of everything else that is going on in the basin. The land use of the study 

area can be categorized mainly as agricultural, pasture, bare land, range grass, mixed forest, and 
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waterbodies. The information contained in the land use map tells how the different uses of the 

surface are distributed inside the area under study. It can be seen from land use map, that the 

basin is mainly occupied by agricultural land with more than 49.53% of the basin area. There is 

also a 2.56%, 44.1%of the area covered by mixed forest, and pasture and the others can see from 

(table 2.2). The rest is mainly Range-grass, water and bare land. The farming system in the 

watershed is mixed with dominantly oxen plough cereal crop production and livestock rearing, 

which is century’s old system. Patches of shrub/bushes, plantations, settlement and 

miscellaneous lands. 

3.5.2. Vegetation cover 

It is well understood that Vegetation in a watershed plays multiple effects that include 

intercepting raindrops, reducing surface runoff, and there by control erosion, maintain soil 

fertility and maintain microclimate. It also helps to enrich ground water sources. Nevertheless, 

in this watershed, the vegetation cover is very scant. There is no natural dense vegetation cover. 

Only patches of spare and open trees, bush/shrubs exist in hillsides, along river courses and 

pocket areas. Economically and ecologically important indigenous trees are almost disappeared 

because of the use of tree resources for different socio-economic and socio-cultural needs at the 

rate of beyond its regenerative capacity. The main needs and uses of tree resources include 

firewood, construction, charcoal making and rapid population growth and accompanied 

expansion of cultivation in to marginal lands. Over livestock population and overgrazing systems 

also contributed for aggravating the loss of vegetation.  

Table: 3.2. Land covers distribution of the study area 

Land use type Area coverage(km2) Coverage area % 

Forest mixed 74 2.56 

Range Grass 105 3.64 

Pasture 1270 44.1 

Agricultural Land 1427 49.53 

Bare land 4 0.14 

Water 1 0.03 
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3.6. Soil of the study area 

The Leza basin is mainly formed from clay and clay-loam soil type, but the riverbed has a loam 

and sandy-loam type of soil. The infiltration capacity of the soil depends, among others, on the 

porosity of the soil, which determines its storage capacity and affects the resistance of the water 

to flow into deep layers. Since the soil infiltration capacity depends on the soil texture, the 

highest infiltration rates are observed in sandy soil. This shows that, surface runoff is higher in 

heavy clay and loamy which has low infiltration rate. Soils that have predominantly available in 

the study area are generally Vertisols, latosols, Cambisols, Alisols, Luvisols, Nitosols (BCEOM, 

1999). The drainage system is well defined; the gradient of most tributaries is steep. Flood water 

quickly collect in the drainage channels and the loss to overflowing on flood plains or to 

evaporation is small over much of the basin. Because of the sparse growth of trees, steep slopes, 

and the shallow and often denuded soil, runoff is rapid and a relatively small amount of rainfall 

is retained deep percolation or absorption.  

The Luvisols, fluvisols and Vertisols have good inherent fertility and agricultural productivity, 

although those Leptosols on the mountain ranges and hillsides are severely eroded and further 

prone to soil erosion. The soil erosion on the hillside slopes and sedimentation at the valleys 

have already taken place because of intensive annual crop cultivation without soil erosion 

protection measures (MoWR, 2002). 

Table: 3.3. Major Soil Distribution within the Leza Watershed 

Soil 

Type 
 

Area covered 

[ha] 

Percentage of the Area 

covered 
 

CMe 34174.9475 11.53 

LPe 175659.7706 59.25 

LPd 8684.9033 2.93 

LVx 28869.3828 9.74 

PHh 15704.7765 5.30 

CMv 3993.5567 1.35 

CMd 27101.6327 9.14 

FLe 602.3723 0.20 

ARh 1675.8542 0.56 

 

 



39 
 

CHAPTER FOUR 

4. Approach and Methodology 

The necessary hydro-metrological data, daily rainfall, daily maximum and minimum 

temperatures, daily humidity, sunshine hours, wind speed and observed river discharge and 

suspended sediment load/concentration at different stations in the basins are collected and 

processed to make the data ready for use in the models. Once the model is parameterized by 

converting the results of data analysis in to model parameters, then model sensitivity analysis, 

calibration, validation and simulation for different parameter changing are conducted ending up 

on some conclusions and recommendations. 

4.1.Data collection 

The necessary data that was collected and used for this study can be classified into spatial and 

time series data. Spatial data used are DEM, land use/cover and soil map of the study area and 

collected from MoWE. The time series data are Metrological and hydrological data and these  

data are collected from Ethiopian National Metrological Agency and MoWE respectively 

Models and software’s used for estimation of sediment yield in the study area was Arc GIS 10.1 

extension of SWAT model that is Arc SWAT 2005 version 2.3.4.  It was used for input 

preparation of SWAT model, to extend the Arc SWAT model and to prepare the Thiessen 

polygon of the metrological stations in the watershed. 

4.1.1. Metrological Data 

The metrological data required were: daily precipitation, daily maximum and daily minimum air 

temperature, daily solar radiation, daily wind speed, and daily relative humidity. If any of these 

Data was not available, which is very likely, SWAT can generate data using weather generator. 

For this monthly statistical values are needed from daily data values were needed to be generated 

from daily ones Precipitation: the daily precipitation and temperature of all gauging stations 

(Layberr, Sekela, Genet abo, Finote selam, Dembecha) were prepared in text 

format.Temperature: the daily temperature of all gauging stations (Layberr, Sekela, Genet abo, 

Finoteselam and Dembecha) were prepared in text format.Solar radiation, relative humidity, and 

wind speed data were available only for principal station (Layberr). These data for the rest of the 
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stations were generated by SWAT. More over these data were required when Penman Monteith 

equation is used to evaluate potential evapotranspiration. Weather simulation data: these data 

consist of monthly average values of all the values required by the SWAT model in order to 

generate daily values.All the above data were collected from Ethiopian National metrological 

agency for the period from (1990-2010 G.C). 

4.1.2. Hydrological Data 

Flow Data 

Daily flow data is required for SWAT simulated result calibration and validation. This data was 

Obtained from ministry of water and energy, hydrological department from 1990-2010 G.C. 

Depending on the extent of calibration and validation, flow data was collected and arranged 

asper the requirement of SWAT model. The selected site was Leza flow station (10.4N, 

37.2E).This site was selected as it this station has long term and reliable stream flow data. 

4.1.2. Sediment Data 

There are few sites which have measured suspended sediment data in the Leza River with a very 

short data. However, the sediment data was taken from the Abbay river basin integrated 

development master plan at Leza station (10.4N, 37.2E). Depending on the observed suspended 

sediment data the remaining values were generated from sediment rating curve for calibration 

and sensitivity analysis. 

4.1.3. Digital Elevation Model (DEM) Data 

The digital elevation model (DEM) is any digital representation of a topographic surface and it is 

specifically made available in the form of raster or regular grid of spot heights. It is the basic 

input of SWAT hydrological model. The Leza River watershed was delineated and River 

networks were generated from DEM. The DEM obtained for this study was obtained from 

ministry of water and energy and it has a resolution of 30m x 30m. Elevation of the study area 

ranges from 1344 m to 3502 m amsl. Figure 4.1 shows elevation distribution of the Leza 

watershed. 
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Figure: 4.1.Digital Elevation Model (DEM) of the Lezawatershed 

4.1.4. Land use /land Cover Map 

Spatial distribution and specific land use parameters were required for modeling. SWAT has 

predefined land uses identified by four letter codes and it uses these codes to link land use maps 

to SWAT land use databases in the GIS interface. Hence, while preparing the lookup table, the 

land use types were made compatible with the input needs of the model. Hence the classified 

land use map and its attribute were adjusted to the SWAT model requirement format and 

database. Agricultural land use is the dominant land use in the Leza River catchment. 

The land use map was obtained from ministry of water resources in the format of shape file. In 

addition further physical properties of different land cover parameters were collected from 
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Abbay River basin Integrated Development master plan project, 1998. Figure 4.3 and Table 4.1 

shows the land use/land cover of the study area. 

 

Sources: - (ADSE, 2002) 

Figure 4.2. Land use/ land cove map of the study area 

4.1.5. Soil Map Data 

The soil textural and physicochemical properties required by the SWAT model include soil 

texture, available water content, hydraulic conductivity, bulk density and organic carbon content 

for each soil type. These data were obtained from FAO (1998; 2002; 2005) and the Ministry of 

Water Resources and energy of Ethiopia. The shape file which describes the distribution of soil 

in the study area was obtained from the base line maps available at MOWE. It was observed that 

Eutric Leptosols, Haplic Alisols, Dystric Leptosols, Haplic Luvisols, Eutric Cambisols, Dystric 

Cambisols, Haplic Nitosols, Chromic Luvisols, Calcic Vertisols, Urban and water are the most 

dominant soilsin the catchment. The value of different soil parameters (properties) for each soil 
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which were collected from the above soil data sources are listed in Appendix.5 .Figure 

4.2.Shows the distribution of different soil type in the watershed. 

 

 

Figure: 4.3. Soil map of the study Area 

4.1.6. Data Analysis 

Engineering studies of water resources development and management depend heavily on 

meteorological and hydrological data. These data should be stationary, consistent, and 

homogeneous when they are used for frequency analyses or to simulate a hydrological system. 

To determine whether the data meet these criteria, we need a simple but efficient screening 

procedure. A time series of hydrological data is strictly stationary if its statistical properties (e.g. 

its mean, variance, and higher-order moments) are unaffected by the choice of time origin. (By 

‘unaffected’, we mean that estimates of these properties agree within the range of expected 

statistical variability.) The basic data-screening procedure presented here is based upon split 

record tests for stability of the variance and mean of such a time series. 
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4.1.7. Meteorological data analysis 

Daily precipitation, daily temperature (maximum and minimum), sunshine hours, relative 

humidity and wind speed were collected from meteorological stations within and around the 

watershed. The five stations which are used for the model are presented in Table 4.1 which is 

within and around the Leza watershed. 

Table: 4.1.Location of metrological stations within and around the watershed. 

Station Code Station Name Latitude Longitude Elevation 

1 Layberr 10.592 32.172 1750 

2 Sekela 10.988 37.214 2008 

3 Genet-Abo 10.821 37.425 1860 

4 Finote_Selam 10.65 37.263 1677 

5 Dembecha 10.566 37.486 2030 
 

 

4.1.8. Checking Homogeneity of Selected Rainfall station 

One of the methods to check homogeneity of the selected stations in the watershed is the no 

dimensional rainfall records and plotted to compare the stations with each other. No dimensional 

values of the monthly precipitation of each station can be computed by: 

         Pi=
Pi,av

Pav
∗ 100………………………………………………………………..4.1 

Where Pi is non-dimensional value of precipitation for the month in station i. Pi,av over years 

averaged monthly precipitation for the station i and Pav is over year’s averaged yearly 

precipitation of the station i. The stations that used for this study have a rainfall pattern of uni-

modal with high rainfall seasonin July to September and short rainy season march to April. 

4.1.9. Checking Consistency and Adjustment of rainfall stations 

A consistent record is the one where the characteristics of the record have not changed with time. 

Adjusting for gage consistency involves the estimation of an effect rather than a missing value. 

The consistency of rainfall records on selected stations commonly checked by double mass curve 

analysis. Double mass curve is a graphical method for identifying and adjusting inconsistency in 
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a station record by comparing its time trend with those of adjacent stations. If the conditions 

relevant to the recording of a rain gauge station have undergone a significant change during the 

period of record, inconsistency would arise in the rainfall data of that station. This in consistency 

can be differentiated from the time the significant change took place. If significant change in the 

regime of the curve is observed, it should be corrected by using equation 4.2.  

Pcx=Px ∗
Mc

Ma
…………………………………………….4.2 

Where: Pcx is corrected precipitation at any time period, Px is original recorded precipitation at 

time period, Mc is corrected slope of the double mass curve and Ma is original slope of the 

double mass curve. 

4.1.10. Filling Missing Rainfall Data 

Measured precipitation data are important to many problems in hydrologic analysis and design. 

But, due to failure of the observer to make the necessary visit to the gage, Vandalism of 

recording gages or instrument failure (by mechanical or electrical malfunctioning) may result in 

missing data. There are methods to estimate these missing values in the given stations. For this 

study missing values was estimated from other stations around the missed record station by 

considering the assumptions of at least three as close to and evenly spaced around the station 

with the missing record station as possible. Simple Arithmetic mean method was used where the 

mean monthly rainfall of all the index stations is within 10% of the station under consideration  

(station x) and calculated the missing data by equation 4.3. Whereas the mean monthly rainfall of 

one or more of the adjacent (index) stations differs from that of station x by more than 10% then 

the normal ratio method was used (equation 4.4). 

Px=
1

N
(PA+PB+PC…. +PN)………………………………………………4.3 

PX=
1

N
(

Nx

NA
𝑃𝐴 +

Nx

NB
𝑃𝐵 +

Nx

NC
𝑃𝐶 … +

Nx

NN
𝑃𝑁……………………………..4.4 

Where PX is the precipitation for the station with missed record, PA, PB, PC….PN are the 

corresponding precipitation at the index stations and NA, NB, NC….NN and NX are the long 

term mean monthly precipitation at the index stations and at station x under consideration 

respectively. 

 



46 
 

4.1.11. Hydrological data analysis Filling of Missing Stream Flow 

Unlike rainfall, stream flow shows strong serial correlation; the value on one day is closely 

related to the value on the previous and following days especially during periods of low flow or 

recession. Flow in the Leza River depends on the rainy season which occurs in June to 

September and also light rains are experienced in other seasons and it have good stream flow 

records with a small number of missing data in the study base line (1990-2010). The infilling of 

the missing data was made into two divisions; for wet season missing data filled 

by using linear regression between consecutive wet season months; and for the dry season the 

recession curve method was used to fill the gaps by using equation 4.6. 

                     Qt = Qtoexp(−
t−to

K
)……………………………………..4.6 

Where: Qt is the missed flow data (m3/s) in day, Qto is a specified initial daily mean discharge  

(m3/s), k is the watershed characteristics and it is the inverse of flow recession (α) or also called 

a reaction factor. K value can be calculated by the slope of the logarithmically transformed flow 

series data values of the flow last before the gap at time t0 (Qto) and the first flow value after the 

gap at time t1(Qt1) as follow: 

1

K
= 𝛼 =

lnQto−lnQt1

t1−to
…………………………………………..4.7 

4.2.Sediment rating curve preparation 

Sediment measurement in the Leza River was taken by MoWE at Leza gauge station was not in 

continuous time step; so that by using stream flow and measured sediment data can generate 

sediment load data in continuous time step, the relationship known as sediment rating curve. The 

measured suspended sediment concentration data of Leza River is presented in appendix. It 

used for sediment rating curve preparation. The sediment rating curve is a relationship between 

the river discharge and sediment concentration or load (Clarke, 1994). It is widely used to 

estimate the sediment load being transported by a river. Generally, a sediment rating curve may 

be plotted showing average sediment concentration or load as a function of discharge averaged 

over daily, monthly or other time periods. So that using rating curve, the records of discharges 

are transformed into records of sediment concentration or load and the general relationship can 

be written as: 
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            S=aQb……………………………………………………………….4.8 

Where: S is sediment load in ton/day, Q is the discharge in m3/s and, b & a regression constants. 

Hence the measured value that was collected from the MoWE, hydrology and Water Quality 

Directorate was sediment concentration; so that the first work was convert this value into 

sediment load by the following formula: 
S  = 0.00864*Q * C…………………………….................................................4.9 

Where: S is sediment load in (ton/day), Q is flow of the stream (m3/s), C is sediment 

concentration (mg/l) and 0.00864 is conversion factor. After calculated the sediment load the 

next step was making the relation between the continuous (daily time step) measured flow in 

m3/s and the measured sediment load (ton/day). The relation between the flow and sediment load 

with R2 of 97.8%. 

S Q =0.2646x^0.369 ………………………………………………………….4.10 

 

 

Figure: 4.4.Sediment rating curve of Leza River at Leza gauge station 

4.3. SWAT Model Setup and Input of the model 

4.3.1. Model Parameterization 

a) Watershed and Channel Delineation 

The DEM is used to derive the watershed boundary, channel network, and sub basin size and 

distribution. The Leza River watershed was delineated with an outlet point at the out let of the 
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watershed. The overall watershed was further broken down into sub-basins based on the 

algorithms provided by the SWAT model. As a consequence, these sub-basins influence the level 

of spatial complexity that is represented in the SWAT model. A sub-basin in SWAT is defined as 

the hydrologic area contributing to only one stream channel. Stream channels were defined as 

DEM cells having at least a 500-hectare contributing area. The contributing area resulted in 23 

sub-basins being delineated. 

The first step in initializing a watershed simulation in SWAT model is to delineate the watershed 

and partition into sub basins. SWAT allows the user to delineate the watershed and sub basins 

using the Digital Elevation Model (DEM). DEM is a grid of square cells where each cell 

represents the elevation value at that location and the elevation value for each cell is an average 

of overall elevations inside the cell. The size of each cell determines the resolution of the DEM. 

The watershed delineation tool uses and expands the Arc GIS, spatial analyst functions to 

perform watershed delineation (Neitsch et al, 200 )and stream network was defined for the 

whole DEM by the model using the concept of flow direction and flow accumulation. To define 

the origin of streams a threshold area was determined by the user and this threshold area defines 

the minimum drainage area required to form the origin of a stream. The size and number of sub 

basins and details of stream network depends on this threshold area (Winchell et al, 2007). The 

watershed outlet is manually added and selected for finalizing the watershed delineation. With 

this information the model automatically delineates a watershed area 2881km2 with 23 sub 

basins. 

b) Hydrologic Response Unit Analysis 

Hydrologic response units (HRUs) are lumped land areas within the sub-basin that comprised of 

unique land cover, soil and management combinations. HRUs enable the model to reflect 

differences in evapotranspiration and other hydrologic conditions for different land covers and  

soils. The runoff is estimated separately for each HRU and routed to obtain the total runoff for 

the watershed. This increases the accuracy in flow prediction and provides a much better 

physical description of the water balance. The land use and the soil data in a projected shape file 

format were loaded into the SWAT interface to determine the area and hydrologic parameters of 

each land-soil category simulated within each sub-watershed. The land cover classes were 

defined using the look up table. A look-up table that identifies the 4-letter SWAT code for the 
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different categories of land cover/land use was prepared so as to relate the grid values to SWAT 

land cover/land use classes. After the land use SWAT code is assigned to all map categories, 

calculation of the area covered by each land use and reclassification were done. As for the land 

use, the soil layer in the map was linked to the user soil database information by loading the soil 

look-up table and reclassification applied. The DEM data used during the watershed delineation 

was also used for slope classification. After the reclassification of the land use, soil overlay 

operation was performed. 

The second step in the HRU analysis was the HRU definition. The HRU distribution in this study 

was determined by assigning multiple HRU to each sub-watershed. In multiple HRU definition, 

a threshold level was used to eliminate minor land uses, soils or slope classes in each sub-basin. 

Land uses, or soils which cover less than the threshold level are Eliminated. After the elimination 

process, the area of the remaining land use, or soil was reapportioned so that 100% of the land 

area in the sub-basin is modeled. The threshold levels set is a function of the project goal and 

amount of detail required. In the SWAT user manual, it is suggested that it is better to use a 

larger number of sub-basins than larger number of HRUs in a sub-basin; a maximum of 10 

HRUs in a sub-basin is recommended.  

The third step in HRU definition is selection of slope classification option (single or multiple) 

and if multiple slope option is select then defines the range of the slope. For this study multiple 

slope option (an option for considering different slope classes for HRU definition) was selected 

and the slope class was classified to three and the range was 0-5%, 5-15%, and above 15%. 

Lastly, by define the HRUs within a sub-basin complete the HRU setup. For this study the option 

of multiple HRU was selected and 10%, 5% and 5% were the threshold area of land use, soil 

and slope in each HRU from the sub-basin values respectively. The reason for taking these 

threshold values was in order to keep the HRUs to a reasonable and manageable number and also 

considering computer processing time required. Even though, application of these thresholds 

eliminates the land uses and soils that covered relatively small areas in the sub-basins it creates a 

total of 237 HRUs for 23 sub-basins. 
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4.4.SWAT Model Input 

Inputs including basin area and main channel length were determined by AVSWAT 

(ArcViewGIS interface for SWAT) from DEM of the study area. SCS curve number and over 

land Manning’s n values were chosen based on suggested parameters by the SWAT interface 

from soil and land use characteristics. An ArcView GIS interface (AVSWAT) is available to 

generate model inputs from GIS data (Di Luzio et al, 2002). AVSWAT processes mapped land 

use and soils data as well as a Digital Elevation Model (DEM) to create a set of default model 

input files. 

SWAT requires specific statistics about watershed characteristics such as topography, land use 

/cover, soil types, weather data and management practices. The model uses a two-level taste 

schemes; first basin and sub-basin delineation is performed based on topographic information, 

followed by further crumbling into HRUs using land use and soil type consideration in order to 

represent heterogeneous watershed properties. Climate inputs are required since they control 

water balance that drives all the processes simulated in the watershed. Management practice of a 

watershed is needed because it greatly influences the sediment transported from basins. 

The spatially distributed data (GIS input) needed for the AVSWATX interface include the 

Digital Elevation Model (DEM), soil data, land use and stream network layers. Data on weather 

and river discharge were also used for prediction of stream flow and calibration purposes. 

4.4.1. Spatial data 

4.4.1.1.Digital Elevation Model 

Topography is defined by a DEM that describe the elevation of any point in a given area at a 

specific spatial resolution. A 30 m by 30 m resolution DEM was taken from the Ministry of 

Water and Energy (MoWE). The DEM was used to delineate the watershed and to analyze the 

drainage patterns of the land surface terrain. Sub basin parameters such as slope gradient, slope 

length of the terrain, and the stream network characteristics such as channel slope, length, and 

width were derived from the DEM. 
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4.4.1.2. Soil Data 

SWAT model requires different soil textural and physio-chemical properties such as soil texture 

,available water content, hydraulic conductivity, bulk density and organic car-bon content or 

different layers of each soil type. These data were obtained mainly from the following sources: 

MOWE (master plan Nile BASIN), Major Soils of the world CD-ROM (FAO, 2002), and Abbay 

River basin Integrated Development Master Plan Project. Major soil types in the watershed 

areChromic Luvisols, Eutric Fluvisols, Eutric Leptosols, and EutricVertisols. 

4.4.1.3.Land Use 

Land use is one of the most important factors that affect runoff, evapotranspiration and surface 

erosion in a watershed. The land use map of the study area was obtained from ministry of water 

and energy. I have reclassified the land use map of the area based on the available topographic 

map (1:50,000), aerial photographs and satellite images. The reclassification of the land use map 

was done to represent the land use ac-cording to the specific land cover types such as type of 

crop, pasture and forest. 

4.4.1.4.Weather Generator 

The weather generator model included in SWAT was used to fill missing values in measured 

records and also to simulate the data if simulation option is selected. The WGEN was provided 

with all the necessary statistical information from the meteorological records of the watershed to 

fill the missing portion properly. These statistical values were calculated from the meteorological 

data available within and around the Leza watershed metrological stations. After loading this 

WGEN parameter and location table, the daily meteorological data (daily precipitation, daily 

minimum and maximum air temperature)with the missing data filled with a missing data 

identifier of -99 and including the corresponding location table prepared according to the SWAT 

format were loaded to the model.The metrological stations used for both daily precipitation and 

temperature data were Layberr, Sekela, Genet abo, Finote selam, Dembecha stations was 

included and the Layberr station selected to be principal station for the weather generator . For 

the missing data filling all stations were added to the WGEN with their statistical values. Due to 

data shortage, for the relative humidity, wind speed and solar radiation parts simulation option 



52 
 

were selected. SWAT takes data of each climatic variable for each sub-basin from the nearest 

weather station measured from the centroid of the sub-basin. 

4.5.River Sediment yield Data 

Daily river discharge values and sediment concentration for Leza River were obtained from the 

MoWE, Ethiopia. These daily river discharges and sediment concentrations at Leza River were 

used for model calibration and validation. 

4.6. SWAT Model Simulation, Sensitivity Analysis, Calibration and Validation 

After the model was set up the next step was run the model and the result from the simulation 

cannot be directly used for further analysis. Instead, the ability of the model to sufficiently 

predict the constituent stream flow and sediment yield should be evaluated through sensitivity 

analysis, model calibration and model validation (White &Chaubey, 2005). 

4.6.1. Sensitivity analysis 

Sensitivity analysis is the process of identifying the model parameters that exert the highest 

influence on model calibration or on model predictions. Model sensitivity is defined as the 

change in model output per change in parameter input. Sensitivity analysis describes how model 

output varies over a range of a given input variable. Some researchers noted that sensitivity 

analysis and calibration are difficult with large number of parameters. (Lenhart et al, 2002), 

reviewed more than a dozen sensitivity analysis techniques. In general an important aim of the 

parameter sensitivity analysis is to allow the possible reduction in the number of parameters that 

must be estimated, thereby reducing the computational time required for model calibration When 

a SWAT simulation is taken place there will be discrepancy between measured data and 

simulated results. So, to minimize this discrepancy, it is necessary to determine the parameters 

which are affecting the results and the extent of variation. Hence, to check this, sensitivity 

analysis is one of SWAT model tool to show the rank and the mean relative sensitivity of 

parameters identification and this step was ordered to analysis. This appreciably eases the overall 

calibration and validation process as well as reduces the time required for it. Besides, as (Lenhart 

et al, 2002) indicated, it increases the accuracy of calibration by reducing uncertainty. The  

sensitivity analysis method implemented in SWAT is called the Latin Hypercube One-At–a Time 

(LH-OAT) design as proposed by (Morris, 1991 ). Once the SWAT model for the Leza 
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watershed was compiled using SWAT interface, a stream flow sensitivity an  analysis was 

performed on model parameters. This was done to identify the influential parameters on the 

modeled stream flow. It is important to identify sensitive parameters for a model to avoid 

problems known as over parameterization. The sensitivity analysis was performed using SWAT 

interface for a period of 1990-2010. It was checked at outlet points of Leza watershed then the 

entire study sub basin the sensitivity showed that 10 parameters were sensitive.  

4.6.2. Model calibration 

Model calibration is a means of adjusting or fine tuning model parameters to match with the 

observed data as much as possible, with limited range of deviation accepted. Similarly, model 

validation is testing of calibrated model results with independent data set without any further 

adjustment (Neitsch et al, 2005) at different spatial and temporal scales. Parameter estimation for 

calibration is various techniques designed to reduce the uncertainty in the estimates of the 

process parameters. A typical approach is to first select an initial estimate for the parameters, 

somewhere inside the ranges previously specified. The parameter values are then adjusted to 

more closely match the model behavior to that of the watershed. The process of 

adjustment can be done manually or using computer-based automatic methods. The manual 

method is the most common, and especially recommended for the application of more 

complicated models in which a good graphical representation is a prerequisite. In sediment 

transporting modeling two-step calibration procedures has been suggested by((Neitsch et al, 

2005), the first is to check water balance contribution, then calibrate stream flow and followed 

by sediment calibration. 

In this study the calibration process was divided into two steps: first Water balance and 

streamflow and followed by Sediment calibration. But the calibration for water balance and 

stream flow was first done for average annual conditions; after that surface flow, and 

groundwater flow for average annual conditions was calibrated. Thus, before starting the 

calibration of these components the measured total stream flow from the watershed should be 

sub-divided into baseflow and surface flow for the purpose of comparison of these components 

in the observed to the model simulated. After annual calibration the next was monthly and daily 

time step calibration. 
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4.6.3. Model Validation 

Validation is comparison of the model outputs with an independent dataset without further 

adjustments of the values of the parameters. In order to utilize any predictive watershed model 

for estimating the effectiveness of future potential management practices the model must be first 

calibrated to measured data and should then be tested (without further parameter adjustment) 

against an independent set of measured data. This testing of a model on an independent data set 

is commonly referred to as model validation. Model calibration determines the best or at least a 

reasonable, parameter set while validation ensures that the calibrated parameters set performs 

reasonably well under an independent data set. Provided the model predictive capability is 

demonstrated as being reasonable in the calibration and validation phase, the model can be used 

with some confidence for future predictions under somewhat different management scenarios. 

Flow and sediment validation was carried out at a station similar to the calibration. The statistical 

criteria (the R2, NSE and PBIAS) used during the calibration procedure were also checked here 

to make sure that the simulated values is still within the accuracy limits. R² > 0.6, NSE > 0.5, and 

PBIAS < ±15 (Santhi et al, 2001)after calibration of flow with the given time step the next step 

was calibration of sediment yield of the watershed. Like flow calibration, it was calibrated based 

on sensitive parameters that observed at sensitivity analysis of sediment flow. 

Based on the available model input data parameters the time periods of modeling are: 

Sediment calibration period (1992-2004) and Sediment validation period (2005-2010). 

The first two year of each period used (1990, 1991) and (2003, 2004) is used as a model warm 

up period. 

4.6.4. Model Performance Evaluation 

The performance of SWAT is evaluated using statistical measures to determine the quality and 

reliability of predictions when compared to observed values. Coefficient of determination (R2), 

Percent bias (PBIAS) and Nash-Sutcliffe simulation efficiency (ENS) are the goodness of fit 

measures used to evaluate model prediction. After each calibration, checking the R2, NSE and 

PBIAS values and calibrate at least until the minimum recommended values were embraced by 

the model that is R² > 0.6, NSE > 0.5 and PBIAS < ±15 (Santhi et al, 2001).Calibration of 

sediment carried out at outlet of sub basin 23 (near Leza). This site was selected due to the 

availability of measured flow and sediment data.  
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The Coefficient of determination R2value is an indicator of strength of relationship between 

the observed and simulated values. It indicates how well the dispersion of the measured data is 

predicted by the model. Its value ranges between 0 and 1, with the zero being no correlation at all 

and the value of one indicates perfect match, and computed by equation 4.11. 

………………………..4.11 
The Nash-Sutcliffe simulation efficiency (ENS) indicates how well the plot of observed versus 

simulated value fits the 1:1 line. If the measured value is the same as all predictions, ENS is 1. If 

the ENS is between 0 and 1, it indicates deviations between measured and predicted values. If 

ENS is negative, predictions are very poor, and the average value of output is a better estimate 

than the model prediction (Nash & Sutcliffe, 1970). This coefficient is calculated by equation 

4.12 given below. 

……………………………………………..4.12 

Percent bias (PBIAS): measures the average tendency of the simulated data to be larger or 

smaller than their observed counterparts. The optimal value of PBIAS is zero, with low 

magnitude values indicating accurate model simulation. Positive values indicate model 

underestimation bias, and negative values indicate model overestimation bias (Gupta et al, 1999) 

and calculated by equation 3.28. 

………………………………………………………4.13 

Where: n is the number of observations during the simulation period, Qobsis the Observed flow 

data; Qsimis the simulated flow value with the respected time; Qobs−and Qsim−are the 

arithmetic means of the observed and simulated values. 
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4.7.Complete methodology of the study 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure: 4.5.Complete methodology of the study. 
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5. CHAPTER FIVE 

5.1 Results and Discussions 

A SWAT model was calibrated and validated on a daily basis to estimate the sediment yields 

from the Leza watershed using a time series dataset of 21 years from 1990 to 

2010. The first two years of the modeling period were used for ‘model warm-up (1990, 1991). 

Data for the period 1992 to 2004 were used for calibration and the remaining part of the dataset 

was reserved for validation. The watershed was subdivided into 23 sub basins based on a chosen 

threshold area. The overlay of land use, soil and slope maps resulted in the definition of 237 

HRUs. The simulated sediment yields at the outlet of the watershed gauging station 

were compared with the observed sediment yields. 

5.1.1 Flow simulation 

5.1.2. Flow Sensitivity Analysis 

Sensitivity analysis was carried out to identify which model parameter is most important or 

sensitive. Flow sensitivity analysis was carried out for a period of ten years, which includes both 

two year of warm-up period (from January 1, 1990 to December 31, 1991) and the calibration 

period (from January 1,1992 to December 31, 2004).About 280, iteration has been done by 

SWAT sensitivity analysis at the watershed of sub-basin number 23 where the outlet of the 

watershed found for flow calibration with the output of 22 parameters were reported as sensitive 

in different degree of sensitivity for flow. Among these 22 parameters, only 10 of them have 

effect on the simulated result when changed.  

5.1.3 Flow Calibration 

Before calibration proceeds, the performance of the model was evaluated from the initial 

simulation runs with model default parameter values. From this the monthly simulation 

Coefficient of determination (R2) of 0.9, Nash Sutcliffe model efficiency (ENS) of 0.87 

But, some the model flow parameters were required adjustment and this adjustment was based on 

the sensitivity analysis result of flow parameters The calibration processes considered the 

sensitive parameters and their values were varied iteratively within the allowable ranges until 

satisfactory agreement between measured and simulated stream flow was obtained.  
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During the calibration period (1992 to 2004), the simulated daily flows matched well with the 

measured daily flows (R2= 0.9 and ENS= 0.85). The trends of seasonal variability and daily 

average discharge were generally well captured.  

 

Figure 5.1 Calibration results of average daily Observed and simulated flow hydrograph  

(1992- 2004) 

 

 

Figure 5.2 Regression analysis line and 1:1 fit line of Simulated versus observed daily flow 

during calibration period (1992–2004) 
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The model with calibrated parameters was validated by using an independent set of measured 

flow data which were not used during model calibration. The model performance in validation 

was carried out from 2005 to 2010, without further adjustment of the parameters of flows. 

Accordingly, good match between daily measured and simulated flows in the validation 

period were demonstrated by the correlation coefficient (R2) of 0.87, Nash-Sutcliffe simulation 

efficiency (ENS) of 0.85. 

 

Figure 5.3 Validation results of average daily Observed and simulated flow hydrograph  

(2005- 2010) 

 

Figure 5.4 Regression analysis line and 1:1 fit line of Simulated versus observed daily flow 

during validation period (2005–2010) 
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5.1.Sediment Yield Simulation 

Sediment yield is the amount of sediment transported out of a watershed or sub watershed. This 

Value is used for model calibration and validation because it can be compared against available 

data sets. 

5.1.1. Sediment Yield Sensitivity Analysis 

Once it is shown that the flow was accurately represented by the model the focus is shifted to the 

calibration of the model for sediments. Sensitivity analysis was carried out for sediment to 

identify parameters that affect sediment yield. About 530 iteration have been done by SWAT 

sensitivity analysis at the Leza out let sub basin for sediment calibration with the output of ten 

parameters out of twenty two parameters were reported as sensitive in different degree of 

sensitivity for sediment. Among these ten parameters, of them have effect on the simulated result 

when changed. So, on category specified above the parameters changed for calibration were 

those of very high to high of sensitivity class as shown in Table 5.1. 

Table: 5.1.Sensitivity Class for SWAT model 
 

no Parameter name P-value T-value Minimum 

value 

Maximum 

value 

Sensitivity 

rank 

1 v__CH_N2.rte 0.179 0.859 0 1 1 

2 v__ALPHA_BNK.rte 0.203 0.839 0 1 2 

3 a__CANMX.hru -0.319 0.751 0 10 3 

4 v__TLAPS.sub 0.395 0.694 0 50 4 

5 r__SOL_K().sol -0.422 0.674 -0.15 0.15 5 

6 v__CH_COV().rte 0.498 0.62 0 1 6 

7 a__GWQMN.gw -0.559 0.578 -1000 1000 7 

8 v__CH_EROD().rte 0.622 0.536 0 1 8 

9 v__ESCO.hru 0.647 0.52 0 1 9 

10 r__SOL_ALB().sol -0.749 0.456 -0.25 0.25 10 
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5.1.2. Sediment Yield Calibration 

After sensitivity analysis, the next step was calibrating sediment yield of the watershed. For the 

years (1992 - 2004), Two year, (1990 -1991) was used for model warm up. So that model was 

calibrated from 1992 to 2004. The calibration of sediment yield of the watershed was done based 

on sediment sensitivity analysis that has identified sensitive parameters and has effect on the 

simulated result when changed for sediment yield of the watershed , and by varying 

iteratively within the allowable ranges of the parameters. After adjustment of all the above 

parameters, the model is run again with the calibrated parameters. The model was calibrated for 

sediment by comparing daily model simulated sediment load against daily measured sediment 

load from Leza station for the period 1992 to2004.The SWAT model was found to simulate well 

on daily basis of sediment load. Coefficient of determination (R²) value and Nash-Sutcliffe 

model efficiency (ENS) statistic computed between the simulated and observed daily sediment 

loads for the calibration periods are 0.98 and 0.77respectively. Calibration results show that 

model performance is good with simulation of daily sediment load. 

The hydrograph of the calibration period of the observed and simulated sediment load in daily 

basis shows the model slightly overestimated some of daily sediment yields of the watershed and 

slightly under estimate the sediment yield. 
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Figure: 5.5. Observed and simulated daily sediment yield in the calibration period (1992- 

2004). 

 

Figure: 5.6. Scatter plot of observed and simulated daily sediment yield of calibration (1992–

2004) 
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input to the model. However, as indicated in the model’s performance statistics (Table 5.8) the 

mean deviation between observed and simulated sediment is only 4.9 % for the calibration and 

validation period respectively which are within the acceptable range of +15. The overall time 

series trend of the measured sediment load is well explained by the simulated sediment in both 

calibration and validation periods. 

The statistical values in the daily basis of sediment yield estimation in the validation period 

Results the R2 and ENS) of 0.97and 0.81 respectively. (Table 5.2). The observed and simulated 

sediment yield in daily time step of the validation period shows that model slightly over estimate 

the sediment yields of highly flow time periods, and in low and medium flow periods the model 

simulation and the observed sediment yield were good fit but there was also in some days under 

estimation (Figure 5.3and 5.4). 

 

Figure: 5.7. Scatter plot of observed and simulated daily sediment yield of validation (2005-

2010) 
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Figure: 5.8.Observed and simulated daily sediment yield in the validation period (2005- 

2010). 

Table: 5.2. Calibration and validation statistic for daily observed and simulated 

Sediment yield 

Sensitive Parameter R2 NSE 

Calibration of sediment yield 0.98 0.77 

Validation of sediment yield 0.97 0.81 
 

 

5.2.Spatial pattern of Sediment source areas 

After Calibration and validation, the model was run for a period 21 years from 1990 to 2010. 

From the model simulation output, sediment source areas were identified in the Leza Watershed. 

The annual average measured suspended sediment generated from the sediment rating curve was 

5.85ton/ha/yr. and the simulated annual average sediment yield by SWAT model was 22.8 

t/ha/yr. SWAT calculates the soil erosion and sediment yield within each hydrological response 

units (HRU’s) within each sub basins. The GIS tool combines the slope, Land cover, soil and 

river layers as a major factor which contributes to soil erosion. The output of the SWAT model 
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has shown that 36.6 % of the watershed area has severely eroded and about 40.8% of the 

watershed area has high potential for soil erosion which produces an average annual sediment 

yield of 8 to 35 tons per hectare which is above the tolerable limit of soil loss rate. Based on the 

classes assigned to the annual sediment yield, the map was reclassified into three major 

categories of soil erosion hazards region i.e. low, high and severe erosion conditions. 

 

 

Figure: 5.9 Distribution of SWAT simulated annual sediment yield in Leza watershed sub basins. 

5.3.Soil Formation and Soil Loss Tolerance 

Soil formation rates are vital for evaluation of soil loss rate (the extent to which soil loss can be 

tolerated) and the potential of soil regeneration once soil erosion can be stopped completely. A 

study of soil formation rates in different agro ecological zone of Ethiopia indicates that the range 

of the tolerable soil loss level for the various agro-ecological zones of Ethiopia were 2 to 

18t/ha/yr. (Hurni H, 1985) 
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CHAPTER SIX 

6. Conclusion and Recommendations 

6.1. Conclusion 

The main objective of this thesis used to predict the amount of Sediment Yield from Leza 

watershed. In addition to this, to assess and evaluate the spatial variability of sediment yield and 

identify vulnerable sub-watersheds for erosion and sediment yield in the watershed .Even though 

the problem of soil erosion is recognized from gross erosion estimates and field observations, 

quantitative information and data are required at micro watershed level to develop alternative 

watershed management plans and for decision making. The SWAT model was calibrated from 

1990 to 2004 and validated from 2005 to 2010 on a daily basis to examine its applicability for 

simulating flows and sediment yields from the Leza watershed. The average daily sediment 

yields were compared with the average daily observed values using graphical and statistical 

methods. The results showed reliable estimates of average daily sediment yields with a high 

coefficient of determination (R2) and Nash-Sutcliffe model efficiencies (ENS) during both the 

calibration and validation periods. As it is looked from the model performance efficiency 

indicators, coefficient of determination (R2) and the Nash-Sutcliffe (ENS) of sediment model 

efficiency indicators R2 and ENS0.97 and 0.77for calibration and 0.98 and 0.81 in validation 

respectively. Considering, the acceptable limit of the statistical model evaluation criteria; the 

result indicates a good much between measured and simulated sediment yield. A good 

performance of the model in the Validation period indicates that the fitted parameters during 

calibration period can be taken as a representative set of parameters for Leza watershed. 

Therefore, the calibrated model can be used for further simulation and evaluation of alternative 

scenario analysis can be carried out for other periods using the SWAT model in the watershed 

The twenty one-year sediment yield simulation result indicates that the simulated annual average 

sediment yield by SWAT model was 6,755,202.8 ton/yr. which is 8.26 ton/ha/yr. The result 

shows annual soil loss rate in the study area exceeds the maximum tolerable soil loss rate 

18t/ha/y at some sub basins. But the average annual sediment yield of the whole Leza watershed 

is around 8.26t/ha/yr. 



67 
 

The model prediction verified that about 8.9% of the watershed is erosion potential area 

contributing very high sediment yield exceeding the tolerance limit (soil formation rate) in the 

study area and about 21.7% of the watershed area has high potential for soil erosion which 

produces above an average annual sediment yield of the watershed. In general, the SWAT model 

performed well in predicting both the flow and sediment yields from the study watershed and the 

results were acceptable. It is a capable tool for further analysis of the hydrological responses in 

the watershed. The study can be further extended to similar watersheds in the country, 

particularly in the Blue Nile Basin of Ethiopia, where quantifying the total volume of runoff and 

sediment yields is urgently required for better land and water resources planning and 

management purposes.  

6.2.Recommendations 

The result of this study could help different stakeholders to plan and implement appropriate soil 

and water conservation strategies in the watershed. The model developed could be used in 

prediction mode to take appropriate measures in advance. The calibrated model can be used for 

further analysis of the effect of climate and land use change as well as to investigate the effect of 

different management scenarios on stream-flows and sediment yields in the watershed. As a 

mitigation measure for prevention of severs erosion and conservation mechanism, it is 

recommended to cover the mountainous and hilly area with plantation and control further 

degradation by erosion. Further study is required in different scenarios to decide a type of 

coverage and extent of application on different sub basins. And also the high sediment yielding 

areas should be verified by field measurements. 

The Model prediction output depends on the quality of input data. One of the constraints in 

conducting this research work was lack of continuous measured suspended sediment data. The 

sediment data used for this study were generated from sediment rating curves developed from 

limited sediment measurement data. There is therefore, possible discrepancy of actual sediment 

and sediment data derived based on rating curves. However, superior results can be obtained if 

detail suspended sediment data are used. Hence, responsible bodies should give due attention to 

the time and frequency of sampling, method of sampling and recording of reliable sediment data 

together with flow measurement. Finally, Lots of researchers in the world suggest that SWAT is 

efficient in predicting suspended sediment yield from a watershed and sediment concentration in 
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streams. Therefore, Ethiopians researchers are beneficial if they use the model for quantifying 

the total volume of runoff and sediment yields for better land and water resources planning and 

management purposes. 
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APENDEX 
 

APENDEX: 1.Sub_Basin and their sediment yield in the Leza watershed during the study 

period. 

 

 

 

APENDEX: 2. mostly used parameters in Abbay basin and used for sensitivity Analysis of the 

Leza watershed. 

Parameter                                      Minimum value  Maximum value 

Manning coefficient for channelCH_N2.rte              0                        1 

Base flow alpha factor for bank storage  ALPHA_BNK.rte 0.0                      1.0 

Maximum Canopy Index (mm) CANMX.hru0                           10 

Temperature lapse rate (°C/km) TLAPS.sub0       50 

Soil conductivity (mm/h)SOL_K().sol           -0.15                         0.15 

channel cover factor  COV().rte0  1 

Sub_Basin  

Sediment yield 
ton/ha/yr. Sub_Basin 

Sediment yield 
ton/ha/yr. 

 

1 
 

279.11 13 662.44  

2 
 

370.82 14 973.02  

3 
 

791.04 15 991.30  

4 
 

535.51 16 1230.24  

5 
 

279.84 17 443.30  

6 
 

517.76 18 278.88  

7 
 

351.79 19 1192.31  

8 
 

461.43 20 187.62  

9 
 

1064.30 21 1009.71  

10 
 

753.74 22 644.39  

11 
 

571.06 23 461.78  

12 
 

589.34    
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aquifer required for return flow to occur GWQMN.gw            -1000                        1000 

Channel erosion  factor  CH_EROD().rte0        1 

Soil evaporation compensation factor ESCO.hru0           1 

Soil Albedo SOL_ALB().sol               -0.25      0.25 

Base Flow alpha factor (days)  ALPHA_BF.gw 0                         1 

Soil evaporation compensation factor BIOMIX.mgt0                         1 

Effective Channel Hydraulic Conductivity CH_K2.rte   0      15 

Manning coefficient for channel CN2.mgt                      -0.15              0.15 

Plant evaporation compensation factor EPCO.hru0                          1 

Ground water delay GW_DELAY.gw                                      -30       60 

Groundwater revaporation coefficient GW_REVAP.gw   -0.036                    0.2 

aquifer required for revaporation to 

occur (mm) REVAPMN.gw                  -750        750 

Available water capacity of the soil 

layer (mm/mm)SOL_AWC().sol                                      -0.2  0.2 

Soil depth (mm)SOL_Z().sol                                         -0.15                       0.15 

Surface runoff lag coefficient SURLAG.bsn0      10 

 Deep aquifer percolation fraction RCHRG_DP.gw0                              1 
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